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ABSTRACT 


Low availability, high cost, and poor performance of radiation hardened 
(rad-hard) equipment has driven the market to rely on commercial-off-the-shelf (COTS) 
equipment for the computing needs of today’s spacecraft. This thesis describes the 
tailoring of a COTS embedded real-time operating system and design of a human- 
computer interface (HCI) for a triple modular redundant (TMR) fault-tolerant 
microprocessor for use in space-based applications. One disadvantage of using COTS 
hardware components is their susceptibility to the radiation effects present in the space 
environment, and specifically, radiation-induced single-event upsets (SEUs). In the event 
of an SEU, a fault-tolerant system can mitigate the effects of the upset and continue to 
process from the last known correct system state. The TMR basic hardware design used 
for this research is an acceptable fault-tolerant design candidate for the main processor for 
space-based applications. We found that a COTS embedded real-time operating system 
could be tailored to support the TMR hardware. The HCI accepts serial data from the 
TMR, correctly identifies the source of the error, allows for processor mode selection and 
provides system- and board-level reset capabilities. The tailored operating system 


combined with the HCI is a viable software implementation to support hardware-based 





fault-tolerant computing in a space environment. 











THIS PAGE INTENTIONALLY LEFT BLANK 


v1 

















Il. 





Hil. 


TABLE OF CONTENTS 


A. THE SPACE ENVIRONMENT .....cccccccccocccsrssvscccsccccsccrsccrsccsssccsscnccenncoes 1 
1. Ee hh Ee ene rT Sent Nec nn Rte frei cree ePaper er or rear eee 1 
2. Atmsphere .......ccccscsccsscrccescsccscscccosccccnscvcecseesecsoesesesoseserssssosossascoes 1 
3; VACUUM......scserecsessensersessnsscscncnsecsssssssesesscessssesscesessesessecesnsesneceseessones 2 
4. Micrometeoroids and Space JUNK..............cccccscccccscsesessssccscessccens 3 
5. FRAG AUION aoa ssaiesciasesescucccdscsuetsevcsesunesbacsaciabesataseaselassestssuvesteneses isstaew 
6. CHAP EC PATCIClOS ssn cissisaisdcecsssszeccstcrsssotsvacacsechbestecauanesossosstecousasubane 3 
B. BACKGROUND sasccccecechccncsscecascedacssiccestsexsesssvessesbecasceleosteniasnspesacsceusvansentes 4 
1. Radiation Hardened DevVices..............ccscsscorsccscccscscscscsccscsccscsccnenes 4 
2. Fault TO1Oraniee siisccsscscccsssiastnscissssescctavessszecssesecsssovesensvssseass¢nisoscsvons 5 
C. PUR POSE scctosesseeteccvcscaescctavesisecastasnseistudcencusceanddccsscassaceascesnstenescnesvanseeenens 9 
D. THESIS ORGANIZATIIOO ...scsssccesscenssessscescsssssssonessesevsccovccscscccesscessoose 10 
OPERATING SYSTEM SELECT ION ............cccccococossssssssrcereesccsecserssccccccescevees 13 
A. OPERATING SYSTEM SELECTION ...........cccccsscssorssosecccccscsscscccrcseee 13 
1. DG EUIEIOI9S eevee ssceucccdcsisicssccssssceecerndas tasssesiucecaccdeisauvecsscsectecosesvesseees 13 
Zi BUY VS eC cesses osscatcccccccsdeaiosacsesaisiessisudnasenedsesensessvesesonsevesssessserss 14 
3. Characteristics of a Real-time Operating System ...........cssses 15 
A Criteria for Selection of a Real-time Operating System........... 17 
a. PrOCESSOY SUPPOTE.......e0rsseessorercercreerccnrerassconncsssssessscsnscssees I8 
b. POVUADUNI EY ecictacteatecsialceccseccastasasstvecssisteresveeastauier absentee? 18 
c. S COLA i avcssacisecis leckcaeuaseteesa ecaceiananaaeadedacaseanedetoassbcenesaaés 20 
d. Multiprocessor Support ....csccsssssscssssssessssessesesssnssssacscencecs 20 
é. FE XCONGCA SOFVICES va, sis ciccecsscyiaesoisestvasientsdssavsbeicccssiienteeiesees 21 
f. Vertical APDlicai Ons sicicsieissuccicieuesssiccassscacdccseconeesensasssesass 21 
g. POSIX COMDUGKCE cicvciaietiiccsisdesarsecsishoatiuetoncenmesteceniesadss 21 

h. LANGUAGE SUPPOLE wa sscsiiccssesdivinssiscsniacscessescesecedasacensecouscases 22 | 
i. Development ENnvirOnMe nt ...........ccecsoseocsscssccssesccvcescenscoes 23 
J Licemsine Gnd COSE siscicessssitsssssttsesstesicastcsndeenaeaies 23 
B. OBSER VA TIONS aivccciessiestincessascarececcaascisestacesinssnsassessccstusccecccssctecsuceese 24 
HUMAN COMPUTER INTERFACE DESIGN ..............cccccsscossccsssescsscssscssece 27 
A. COW EER VEY sasciccssssscescied vex seses cesenccdscaizeseea teccokcven savsaeaes deceeustoncerssvennsabebens 27 
B.. «< NEEDS. ANALYSIS wisesssscesssstesdsuissseccerstesnsstdadisedeatessesvatedsvecsbadsssnssenntesoss 30 
C; SEER ANA BY SIS wecoccnscticcasiccisitecescctseessatechacsettasietscceecccncdenuseceasstesevensenes 31 
D. TASK ANALYSISG........ a Uivasdascuadasevessusceteasssaccedusecsssiesatsasbencbatescassiussoseseee 32 
E. CONCEPTUAL DESIGN AND VISUAL MODEL .................ccccosecseees 34 
Li: RGVICWEF ATA YSIS sccessccccessasiedsveasestsccecesicevistedontiececascstsccelccosssstaas 36 
2. Restiltamt. CHAN GOS sc .csiscccsccccpeecessscscccscecessentsdestescseocsecestesnacooeseieess 39 
3. OC) DSER YAU ON osseous saceeicded cksaeceatecescaseaeaiihcdadeetiadiuccaenssasetesstvacesaneasess 40 











IV. HUMAN COMPUTER INTERFACE RAPID PROTOTYPE 
DEVELOPMENT AND TESTING. ........cccccccsscscssssssssecececesececesesesecereresseosseosesces 43 
A. PROTOTYPE DEVELOPMENT......cccscscssscssoseseseseseccscecesecesscceseseceresese 43 
1. Rapid Prototype Revision.............ccccccccssssessssssocesscseseresesererceseseee 43 
a. OIC ans sussalachasteusstchbettenebsstessteiy seals silat eda cates act siciatcctes 44 
b. 1 ig 07, Neer eer en centre Pan ene ve eee ee nee een 44 
C. First-In-First-Out (FIFO) registers .........sccccesscssscceseeceee 45 
d. PIVAIN, DU OCESSONS wicsico caches cccscasesitesticetscuctexessitadselescedeuccioees 45 
é. MLO Gecsesciscecace es nicsate se netces arses scaatisgtloed eheataas tacts 45 
f BIO aosce sattsncaeesouacasseseseusasasiiceseduiwestesusicetectucesseietasbadss 45 
2. Rapid Prototype Design .........ccccccscosssssescesccescsssssseseessesseesesoesoees 49 
J Modal Dialog Boxes............cccsccccccesssesesessseserssesecscsscecesersecsseeseree 50 
4. BPPOr DOGCCU OM sicascscescasescctabesecdeiscs coacssecteliccosentescsaressidecbcansditic 36 
my 8 A Oi 2 1 | pce cote See nar on ODS cer ean eee ne 59 
B. DISCUSSION ‘saictuctstctiasects tesciscinsctdoSeecclen clases ti st eal cssid ha uccpects 63 
1. OSE IROS INES asia sh icscds dec tesiessturecS cach acdustsecnsciekeectbeubadisetstcecies 63 
2. Value of Storing Register Contents .........cscccscsssssesescesescosccessose 63 
V. BOARD SUPPORT PACKAGE ..........ccccossccccsssssesscecssssscesessessesessecesssessscessesesoeee 65 
A. BACK GROUND wisessse dibs oo ccta essa acstisnecasvaaseissaScesceta tie oe eae cts 65 
B. CREA TING A. BSB sccseiscisesctasececccscesssbessticsssicacotesipsdotsecesitihictbitis tecsecesece 67 
1. Basis of Development................00. setessbeceespeanpusescadeciees subateatetasts 69 
2: BSP Pre-kernel Initialization Code .........s.cssscssscsscorsssesesesseseccese 71 
3. Start a Minimal VxWorks Kernel and Add the Basic Drivers75 
4 Start the Target Agent and Connect the Tornado Development 
MOONS scossncteatscastnsxdsncctcsscnscetustbsseatstesssicesascstecesteciuvboidcsisivencicsiiuas 76 
5. Complete the BSP ssscieisoissccssiscsicsaseseessconicsccaveteessaddacisacsessacariattek: 77 
6. Generate a Default Project for the New Project Facility......... 77 
c WIS CUSSION ccssssstecassssoscstatsies isle petectuusseictansicscinciaicsetecestieeeas saci 78 
D. LESSONS LEARNED .......s.scsscsosscsccsscvescasesessecoserscsesesscscessesereserersesesoees 78 
VI. CONCLUSION AND FUTURE DIRECTIONS ....cccccccccscosssscsesesosossesesoececeseses $1 
A. CONC USTON ss cssssssscsis cso tucssedszsessccabeslacavicetiteqsestesetsbocsct ices cleeaselis $1 
B. FUTURE DIRECTION G. ...........cccsccsccoscosecsessssesessocessccesececceceresenserereseesese 82 
APPENDIX A. TMRINTERFACECLASS. JAVA vsscccsssscscesessosescssesesseseseseesecossoseseseee 85 
APPENDIX B. READERTHREAD. JAVA ..ccscscsssosecosesesecssscsesesesescesesssoesesesesceceseseeee, 103 
APPENDIX C. BUILDDATA THREAD ........ccccssosococesecescocssssosesecersesesossesesesoesesecesee. 109 
APPENDIX D. FIFOBUFFER.JAVA ...scccccsscsssssesesesssssesesesesessessesessesssesseoeoesescesesesse. 125 
APPENDIX E. TMIRTESTPANEL.JAVA ....ccccssccssssesscececescscosessscesecerseseressesescesesceeese 129° 
APPENDIX F. BUILDING A PROJECT FROM A NEW BSP evccccscoscocseoeeoeecsees-.. 141 
LIST OF REFERENCES .....csscsssssosoorsscssecnscscosesvesnsasevensvcesorsecersesecasoerezeneseoreeovesoesesse 147 








Be FROM OV cs ecstatic ee pant 40 








re 


INITIAL DISTRIBUTION LIST .............cccsssscesscceserscensccssssessesssssssesssonsssonssssssscenocess 149 





a a an 


THIS PAGE INTENTIONALLY LEFT BLANK 


























Figure 1-1. 
Figure 3-1. 
Figure 4-1. 
Figure 4-2. 
Figure 4-3. 
Figure 4-4. 
Figure 4-5. 
Figure 4-6. 
Figure 4-7. 


Figure 4-8. 
Figure 4-9. 


Figure 4-10. 
Figure 4.11. 
Figure 4-12a. 
Figure 4-12b. 
Figure 4-13. 
Figure 4-14. 


Figure 5-1. 
Figure 5-2. 
Figure 5-3. 





LIST OF FIGURES 


ELIE COMO Ds seecesteeiis occa oie oes id tvs casas casaetanboenstentpennes ae eneeeeee ee aes 8 
Flow Chart for User Scenarios 1 and 2 ooo... eeecsesecceseenseseeteeesssnecesveees 38 
TMR Hardware: Desi Om isenscscnsscccecciocesacdiistecngatecrentssesiees eSeeeceesatientenccea 44 
REVISER PIOW Cam sksscceievsceaseotivarsahaianavacheactnccetecs menesacooeseicuaies ore 48 
“Welcome DIglOl BOX wixtetessciiortteensduckaparrecren cate oat iam 51 

“Select Processor Mode” Dialog Box ..............::ececcssessnsssneseceeseeceserseaseees 51 
“Verify Processor Mode” Dialog BoX...........cscccsscsssseesseeeeseeeenneeesssessesntens 52 
“Exectite Program” Dialoe BOX qceciysiteisticcctesveccaessapasceeantsanserssaicossasysnesees 52 
“TIMER: FeStbed, Vain SCTCEN sveinsscewseetoet Massie steccnstseedeapeapais ayhceeshasvencssnte: 53 
“Reset Confirmation” Dialog Box ...............csccscsssssrsessscssncteesssessscssacceses 54 
RRESEE DIAIO® DOK auceciastantcodsderupricndctecte te otdanshateahasaeasecaissuasaeepaeneetmeesnntes 54 
“Save History Information” Dialog BoX ............cesesssceeseecesesseeesseeseeeneees 55 
Array Comparison Logic to Determine Error Processot. ..........:::ccsesseeenees 58 
High Level Example of Test Data Stream After Error Detected............... 59 
Individual. Processor’ s: Data Streaims:ciniisceecavspeeuscccstesstesecangectesinserenctencss 59 
PCAC r FO A occ esi dsa cere suactactoeptecnaveaiaslavtansivaue sicoee ba cieesa soemaaandseaccesetenass 60 
FIFO Register Format for Each Processor .........:cccssssssseessseeeesreesesssenaseesaes 61 
Host Tools Communication .....cc:.ccccssssssesssssscesssesesssescssesesescesescesesceneeeseees 66 
Hardware Dependent and Independent Software ..............:ccsscessreeeeeseesees 68 
Pre-kernel Initialization Sequence. ...............sscsssssessecsscsssssssnsescessesnseeecens 71 

x1 











THIS PAGE INTENTIONALLY LEFT BLANK 


Xil 











Table 3-1. 


Conceptual Design 


LIST OF TABLES 


SRAOKPSHSSS DSHS HRHEKEETCHEKHEHRETOHAHSSEHSC HSS HSEREDHSHSHRHEHESETSHTEHHSSHH SHEESH HEHHHOHSHHHReFEAHEROHAEOEE 


Xili 














THIS PAGE INTENTIONALLY LEFT BLANK 


X1V 





ACKNOWLEDGMENTS 


Susan E. Groening: 


Thank you, my Heavenly Father for your unending love, patience and guidance. 
Thank you, my loving husband, Rick, for your devotion and generosity when you had to 
carry it all. Thank you, my wonderful children, Matt, Zach, and Katie for your 
understanding when mom had to be at schoo]. Thank you, my mother, Marjorie Owens, 
for making me believe in myself. Thank you, Kim, for being not only a thesis partner, but 
a friend. 

A sincere thank you to Dr. Bret Michael, Dr. Alan Ross, and LCDR Chris Eagle 
for their continuous guidance and support. 


Kimberly D. Whitehouse: 


First and foremost, I would like to give thanks and praise to my Heavenly Father. 

“Trust in the LORD with all your heart and lean not on your own understanding; in all 
your ways acknowledge him, and he will make your paths straight. “ (Proverbs 3:5-6) 

I would like to thank Professor Michael and Professor Ross for their guidance and 
patience during the course of this thesis research. A special thank you to LCDR Chris 
Eagle (a.k.a. the human compiler) who was always helpful, even after answering the 
millionth programming question. To my thesis partner, Susan: thank you for keeping me 
motivated, always being there to encourage me, and most importantly, for being a 
wonderful friend! I would like to thank my parents, Bobby and Janice Davenport for all 
their support and love. I would like to thank my children, Zachary, Alexis, Alison, 
Caroline and Jacob for their love, patience, and understanding during all those long days 
and nights while I was studying. Finally, I would like to thank my husband and my best 
friend, Thomas, for his selflessness, love, and understanding. 


XV 








THIS PAGE INTENTIONALLY LEFT BLANK 


XVi 























I. INTRODUCTION 


A. THE SPACE ENVIRONMENT 


The Earth, the Sun, and the cosmos combined offer six different types of 
challenges that affect the design of spacecraft. The challenges to design include gravity, 
atmosphere, micrometeoroids and debris, vacuum, radiation, and charged particles 
(Sellars 65). Designers of computers that will operate in space must take into account this 
hostile environment and its affect on proper spacecraft operation. Though the focus of 
our research is protecting against the effects of radiation and charged particles, for 
completeness, each of the hazards is discussed briefly here. 


1. Gravity 


The Earth’s gravitational pull dominates the objects that are close to it, but as 
spacecraft get Aiatbies and further away, the gravitational affects of the moon and the sun 
begin to have an influence on the orbits of spacecraft. The size and shape of a 
spacecraft’s orbit is dictated by gravity. Booster rockets must first overcome Earth’s 
gravity to propel the craft into space. Once it is in orbit, gravity determines the amount of | 
propellant its engines must use to move between orbits or link up with other spacecraft 
(Sellers 66). 

2 Atmosphere 
The Earth’s atmosphere affects a spacecraft in low-Earth orbit (below 600 


kilometers) in two ways: 














-Drag, caused by atmospheric density, shortens orbit lifetimes. For example, drag 
is used to slow the U. S. Space Shuttle from an orbital velocity of over twenty-five times 
the speed of sound, to a runway landing at 225 m.p.h. Drag can cause a low-orbiting 
spacecraft to be pulled back into the Earth’s atmosphere. 

-Atomic oxygen (O) is caused by oxygen (O2) being ionized by the Sun’s 
radiation. O2, when ionized, splits into two (O) ions, atomic oxygen. These ions combine 
with the metals of the spacecraft and results in oxidation, commonly known as rust. 
Oxidation degrades spacecraft surfaces and reduce their lifetime (Sellers 67). 

3: neds 

Beyond the Earth’s atmosphere is the cold vacuum of space. This vacuum creates 
three potential problems for spacecraft: © 

-Outgassing, a release of gasses from spacecraft materials, which is usually not a 
problem. However, the released gasses can coat delicate sensors, such as lenses. When 
that happens, outgassing can be considered destructive. 

-Cold welding, which occurs between metal parts that have very little separation 
between them. On Earth, air in any tiny gap allows the parts to move. However, in 
space, the vation removes this air strip and the two metal parts fuse together. Designers 
must select appropriate lubricants so they will not evaporate or outgas. 

-Managing heat transfer by radiation. As radiation does not need a solid or fluid 
medium, it is the primary method of moving heat into and out of the spacecraft. The 
Sun’s radiation can be destructive to continuously exposed components if they are not 


properly cooled. 











(Sellers 68). 

4. Micrometeoroids and Space Junk 

Space is full of natural debris such as dust, meteoroids, chunks of asteroids, and 
manmade items like old booster segments and retired satellites. The likelihood of being 
struck by an object that is only 1 millimeter in diameter is very slight (less than 1 in 1000) 
over the planned mission of the spacecraft. But if a satellite is struck by a small particle 
travelling at 7000 mictersisceond: it will create more energy than a rifle bullet and can be 
destructive (Sellers 70). 


5. Radiation 


The radiation environment above the Earth’s protective atmosphere is harsh. The 
Sun’s X-rays and gamma rays bombard spacecraft causing problems with overheating, 
degradation, and damage to surfaces and electric components. In order to protect the 
spacecraft against the harmful effects of radiation, the electronic components must be — 
shielded or hardened. (Sellers 71). 
—«66. Charged Particles 
Charged particles present perhaps the most dangerous aspect of the space 
environment. Three primary sources for these particles include the solar wind and flares, 
Galactic cosmic rays, and the Van Allen radiation belts. Regardless of their origin, 
charged particles can harm spacecraft in three ways: 
-Spacecraft charging occurs when charges build up on different parts of the 


spacecraft as it moves through areas of concentrated charged particles. Once the charge 











builds up, discharge can occur with disastrous effects such as damage to surface coating, 
degrading of solar panels, or permanently damaging electronics. 

-Sputtering is caused by the spacecraft being constantly bombarded by atomic 
particles. Over time, sputtering can damage thermal coatings and sensors. 

Single event effects. A single charged particle can penetrate deep into the 
interior of the spacecraft and disrupt its electronics. Each disturbance is known as a 
single event effect. (Sellers 72). 

The methods, systems, and ongoing research that serve to protect against the 
hazards of gravity, atmosphere, vacuum are outside the scope of this thesis. Our focus is 
on masking or mitigating the effects of radiation and charged particles on electronics: 
therefore, a thorough discussion of these effects is included. Our research addresses a 
method to provide a spacecraft’s processor. with continued capability to operate when 


exposed to radiation and/or charged particles. 


B. BACKGROUND 

1. Radiation Hardened Devices 

In the past, the most common approach to achieve survivability from the effects of 
radiation and charged particles was through the use of radiation hardened (rad-hard) 
devices. Rad-hard devices, used in conjunction with redundant hardware or error 
detecting/correcting codes, provide protect Gi for the satellite’s computer against the 


effects of radiation and charged particles. 

















Over the past 10 years, the number of suppliers of rad-hard devices has decreased 
and the prices of the devices hate risen as many manufacturers are switching from the 
fabrication of rad-hard devices to the more lucrative commercial-off-the-shelf (COTS) 
non-rad-hard devices. This shift in availability poses significant design issues for 
Department of Defense (DoD) and commercial satellite ventures. As the rad-hard 
components are becoming increasingly cost prohibitive, the technology lag that results 
from the long procurement process to obtain the components prevents cutting-edge 
implementations and retards development cycles. 

Due to the high cost and lengthy procurement cycle of rad-hard devices, 
current research focuses on the use of non-rad-hard hardware to provide survivability 
from the radiation effects of space. An alternative to rad-hard SEU protection is 
redundant hardware operating in lockstep, in conjunction with a specially designed 
operating system, to provide the benefits of rad-hard components at a greatly reduced 
cost. 

2. Fault Tolerance 

The concept of computer fault tolerance, the ability of a system to continue to 
perform its intended purpose despite a hardware and/or software error, is not new and was 
used in the earliest computers. The EDVAC, designed in 1949, was equipped with 
redundant Arithmetic Logic Units (ALUs) in order to detect faulty processing of 
algorithms. Hardware components at that time were known to be unreliable and prone to 
failure (Storey 113). Today, fault leeiiee techniques typically employ some 


combination of redundancy in the hardware or the software. 








Faults are usually characterized by their nature, duration, or extent. The nature of 
a fault is related to its cause, either random or systemic. The usual cause of a random 
fault is a hardware failure. Systemic faults occur as a result of a design flaw, either in the 
requirements specification, system design, or the implementation of the design in 
software or hardware. Faults can be described by their duration as well: permanent, 
_ transient, or intermittent. A fault that remains until some action is taken to correct it is 
referred to as a permanent fault. Transient faults sporadically occur and then disappear. 
A frequent cause of transient faults can be the effects of atomic particles hitting the 
memory chip. These types of faults can change the state of the computer without causing 
lasting damage to the system. An intermittent fault occurs, disappears, and then reoccurs, 
for example, a faulty solder joint. (Storey 114). 

In a space environment, there are three types of radiation effects that can affect 
integrated circuits and cause faults: Total Dose Effects, Dose Rate Effects, and Single 
Event Effects. There are four sub-categories of Single Event Effects; Single Event Upset 
(SEU), Single Event Latchup (SEL), Single Event Gate Rupture (SEGR), and Single 
Event Burnout (SEB) (Payne 2). All of these radiation types, except SEU, are destructive 
to integrated circuitry. 

An SEU can be described as a type of transient fault. Because an SEU is simply a 
bit flip caused by an ionized charge in a circuit, its effects will manifest as an erroneous 
instruction or data. As this type of fault is not physically destructive to the system, 


recovering from an SEU, which means catching the bit flip and correcting it, can be 














achieved without rad-hard devices. This type of fault tolerance can be implemented with 
confi gurable COTS software and hardware. 


This research addresses the ability to obtain fault tolerance for a space system 


- using COTS software and redundant hardware created from non-rad-hard COTS devices. 


Our thesis extends the research performed by John C. Payne, Jr., Naval Postgraduate 
School, December 1998. LT Payne developed the design of a testbed for assessing 
techniques used to resolve SEU-induced faults. The testbed computer employed a three- 
CPU triple modular redundant (TMR) design. LT Payne selected the R3081 processor, a 
COTS, single chip, RISC architecture machine with a 32-bit multiplexed address/data 


bus. 


The basic concept of TMR is fairly simple. It requires the triplication of the 


hardware and performing a majority vote to determine the output of the system as shown 


in Figure 1 (Payne 33). 
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This technique is considered to be a form of passive hardware redundancy in that 








Output 






Input 3 






Figure 1-1. TMR Concept 


it masks the occurrence of faults. Fault tolerance is achieved through the use of majority 
voting techniques without the need for fault detection or system recovery. If one of the 
modules becomes faulty, the two remaining modules, which are assumed to be fault free, 
mask the fault when the majority vote is performed (Storey 124). In a TMR system, an 
SEU could cause one processor to branch to a completely wrong address. That processor 
will continue to cause errors on all votes until it is reset to the same state of the two 
correct processors. 

Mr. David Summers, Naval Postgraduate School, has shown that the design 
proposed by Mr. Payne is a good fault tolerant design candidate for the main processor 
for space-based applications. He has designed and fabricated a breadboard model of the 
system. Mr. Summer’s research includes selection and programming of an FPGA (Field- 


Programmable Gate Array) for the voting and control logic. Additionally, he has 











designed and overseen the fabrication of the main circuit board to hold the system 


components, as well as designed the memory space and interfaces. 


C. PURPOSE 


In order to achieve fault tolerance for space-based microprocessors, our research 
will provide a design and implementation of software for the TMR microprocessor 
system. The software will be designed specifically for use in testing and evaluation of the 
TMR hardware in a laboratory environment, as well as in space-based applications to 


address the effects of SEU on non-rad-hard devices. 


| Our research will produce two distinct, but highly coupled components: first, a 
tailored COTS-based embedded operating system programmed to properly handle 
interrupts initiated by the TMR circuitry and second, a human computer interface (HCI) 
to the TMR system for testing and evaluation. The TMR voter will detect a bit flip in one 
of the three processors and signal an interrupt to the operating system. The operating 
system will process the interrupt by saving the register contents through the voter, thereby 


correcting the fault. 


The HCI provides the interface to the TMR system so that users can control the 
operation and examine the results of errors and faults. The HCI has the functionality to 
load the application to be tested onto the TMR, start the application running, and 
throughout run-time, pause the TMR to permit examination of the states of the 


processors. Following an interrupt, the HCI translates the raw data received from the 








TMR and extracts information about the processors throughout the application run-time. 
The HCI also logs the error data into a database and displays the errors to the user. The 


HCI supports system- and board-level resets of the TMR during testing. 


The complete system (the TMR, operating system, and HCD) will be tested in a 
cyclotron laboratory environment during follow-on research. A cyclotron is a type of 
particle accelerator that produces certain types of particles in a particular energy range. 
During testing, the cyclotron will be focused on a single processor of the TMR so that the 
particles it produces will induce bit flips in the radiated processor only. This will create 
Single Event Upsets to test the masking effectiveness of the system. In order to properly 
mask the fault, the hardware must recognize the error, the operating system will reload 


‘the correct register information, and the HCI will display the error. 


We envision that follow-on research will involve placing the experimental TMR 
system onboard a satellite to study the effects of actual SEU in the space environment on 
the system. The benefit of such research would be the development of small, relatively 
economical satellites by showing COTS software products can support COTS hardware 
to provide fault tolerance as a feasible alternative to radiation-hardened devices in space 


applications. 


D. THESIS ORGANIZATION 


Chapter II describes the operating system selection process and the characteristics 


of the selected operating system. Chapter II is a description of the design and 
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implementation of the HCI, while Chapter IV contains a discussion of testing and analysis 
of the final HCI tools. Chapter V describes the tailoring of the operating system. The 


conclusions and recommendations for future research are presented in Chapter VI. 
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II. OPERATING SYSTEM SELECTION 


A. OPERATING SYSTEM SELECTION 


An operating system is the most important program that runs on a computer. 
Bien general-purpose computer must have an operating system to manage system 
resources (e.g., files and devices). Operating systems perform many tasks, such as 
recognizing input from the keyboard, sending output to the display screen, keeping track 


of files and directories on a disk, and controlling peripheral devices. 


For networked or distributed systems, the operating system has even more 
responsibilities. It is like a traffic cop -- it makes sure that different programs, users, and 
computing platforms running at the same time do not interfere with each other. The 
operating system is responsible for all aspects of management including such duties as 
security and quality of service. 

1. _— Definitions 

Operating systems can be classified as follows: 

e Multi-user: Allows two or more users to run programs at the same time. Some 

operating systems permit hundreds or even thousands of concurrent users. 

e Multiprocessing: Supports running a program on two or more CPUs. 

e Multitasking: Allows more than one program to run concurrently. 


e Multithreading: Allows different parts of a single program to run concurrently. 


13 











e Real-time: Allows applications to meet critical deadlines. General-purpose 
operating systems, such as Windows NT and UNIX, are not real-time. Unlike 
a general-purpose operating system, real-time operating systems utilize 
preemptive priority-based scheduling, are relatively faster, and are small and 
configurable (i.e., have a micro-kernel architecture). 

Operating systems provide a software platform, on top of which other programs, 
called application programs, can run. Generally, an application program must be written 
to run on top of a particular operating system. However, recent innovations in higher 
level languages permit some degree of portability (i.e., platform independence). 

An embedded system is a specialized computer aysisin that is part of a larger 
system or machine. Typically, an embedded system is housed on a single microprocessor 
board with the programs stored in Read-Only Memory (ROM). 

2, Buy vs. Build | 

For this project, an important consideration was whether to buy a COTS operating 
system or build a custom operating system. The source code of many real-time operating 
systems exceeds 11,000 lines of code (Hawley 2). Although the size of the image is more 
important than lines of code, specifying, designing, implementing and testing an 
operating system would have been unattainable within the time constraints of our 
research. More importantly, the primary focus of this research is achieving fault tolerance 
using the TMR. By maintaining the COTS vision for the development of the TMR 


system and buying a commercial, real-time operating system that has been tested by the 
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development company and other customers, the system development process is 
accelerated. | 

In order to select an operating system for this project, we investigated the 
functionality and performance of several COTS real-time operating systems. 

3. Characteristics of a Real-time Operating System 

Real-time operating systems can be characterized as having the following 
properties: 

e Determinism 

e Responsiveness 

e Reliability 

e Stability 

An operating system is considered to be deterministic to the extent that it 
performs operations at fixed, predetermined times or within predetermined time intervals. 
When multiple processes are competing for resources and processor time, no system will 
be fully deterministic. In a real-time operating system, process requests for service are 
dictated by external events and timings. The extent to which an operating system can 
deterministically satisfy requests depends on the speed with which it can respond to 
interrupts and whether the system has sufficient capacity to handle all requests for 
computational resources within the required amount of time (Stallings 430). 

A related but distinct characteristic is responsiveness. Responsiveness 1S 


concerned with how long, after acknowledgment, it takes an operating system to service 





the interrupt (Stallings 430). 
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Reliability is typically far more important for real-time systems than non-real-time 
systems (Stallings 431). Simple rebooting of the system may solve a transient failure in 
non-real-time situations (e.g., word processing). A processor failure in a multiprocessor 
non-real-time system may result in a reduced level of service until the failed processor is 
repaired or replaced. But a real-time system must respond to events in real time (e.g., 
storage of streaming satellite telemetry data). Therefore, when a fault occurs in a real- 
time system, the system must be able to continue to meet required deadlines. 

Although the focus of our research is to provide an operating system and human- 
computer interface for a fault-tolerant hardware implementation, in general, a real-time 
system must be designed to respond to various failure modes. Stability is a characteristic 
that refers to the ability of a system to fail in such a way as to preserve as much capability 
and data as possible by meeting the most critical deadlines even when less critical 
deadlines are not always met (Stallings 431). A real-time system will attempt to either 
correct the problem or minimize its effects while continuing to run. 

To address the above characteristics, current commercial real-time operating 
systems typically include the following features: 

e Hard Tasking (i.e., continues to operate when tasks fail) 

e Fast context switching 

e Small size (with its associated minimal functionality) 

e Ability to respond to external interrupts quickly 

e Multitasking with interprocess communication tools such as semaphores, 


signals, and events 
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4. 





Use of special sequential files that can accumulate data at a fast rate 


Preemptive scheduling based on priority 

Minimization of intervals during which interrupts are disabled 

Primitives to delay tasks for a fixed amount of time and to pause/resume tasks 
Special alarms and timeouts (Jun 4). 


Criteria for Selection of a Real-time Operating System 


Commercial-off-the-shelf RTOS environments emerged more than a decade ago. 


Today, there are many to choose from. In the past, product comparisons centered on how 


an RTOS minimized latencies. Because each product’s target system requires real-time 


deterministic response, minimizing latencies associated with external interrupts, kernel 


services, and task switching was of primary importance. 


Today performance is still important, although the improved cycle time of modern 


microprocessors has diminished the significance of cycle time in many cases. Other 


factors that should be considered when evaluating an RTOS include the following: 


Support for the target processor 

Portability to new processors 

Scalability to match varied application requirements 

Multiprocessor support 

Extended services such as network support 

Vertical application support (a vertical application is software for a specific 


industry or group of computer users who share a set of well-defined needs) 
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e Standards(e.g., POSIX (Portable Operating System Interface for UNIX)) 
compliance 

e Language support 
e Development environment (including integration of the tools) 
e Licensing arrangements and price (Artysyn 2; Jun 8) 

a. Processor Support 

When selecting an operating system, the most important consideration is 
whether the candidate operating system will provide long-term use for not only 
the current processor, but also future ones. Learning to use a specific RTOS and 
developing applications requires a significant investment in both time and money. 
Ensuring reuse of the same environments on future products can be of paramount 
importance to developers. It is important not only to consider whether an RTOS 
Supports the processors used for the current project, but also other processors 
amperes by each RTOS because future projects may require the use of a different 
processor. 

b. Portability 

In the long term, the portability of an RTOS from one processor to another 
is significant because faster processors with increased functionality will inevitably 
emerge. Although an RTOS may change considerably due to such factors as 
revolutionary hardware architectures and software development support, knowing 


the amount of time an RTOS vendor spent porting to the most recent processor 
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can give an indication of how quickly the vendor will be able to port to new 
microprocessors in the future. 

Initially, all RTOSs were coded in assembly language to ensure that the 
operating system adds the least amount of overhead possible to the application 

and that the RTOS can support fast, deterministic response to external events. 
Porting from one processor archinectnie to another is not trivial because iiheaty 
~ routines are specific to a particular software and hardware architecture. 

The RISC design discipline is based on the premise this code will be 
written in a high-level language and that optimizing compilers will generate 
efficient assembly language programs. As RTOSs became increasingly popular, 
their vendors were faced with a combination of obstacles in porting to new 
processors. The most important factor is the language in which the software is 
written and the most portable language is C. C is the most portable because it is 
usually the first language provided for a new system. The vendors chose C 
language implementations for several reasons besides its wide-spread use, 
including the inherent inefficiencies and unreliable nature of coding RISC 
processors in assembly language as well as the portability of the code to many 
different microprocessors. 

Beginning in the 1980’s, many vendors coded only time-critical 
scheduling and task switching routines in assembly language, while over ninety- 
five percent of the executive kernel was developed in the C language. This 


strategy allows vendors to easily port the C executive to many processor families. 
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C. Scalability 

While portability means that the OS has the ability to run on a variety of 
hosts, scalability refers to how well a system can adapt to support various 
applications and hardware in the existing system, as well as any future 
requirements on the system. The language in which an RTOS is written affects 
how well it can scale to support products. Scalability is particularly important for 
designers that want to standardize on a single OS with icaietaeaa that they will 
not outgrow the OS. 

d. Multiprocessor Support 

High-end performance-intensive applications may require more than a 
scalable RTOS environment. In this case, perhaps a single processor is not 
capable of serving the application. The developers must turn to multiple 
processors and a software environment that simplifies the software development 
tasks. Multiprocessor support may therefore influence the choice of RTOS 
environment. 

Ideally, an RTOS would allow development of the multiprocessor 
environment as if it were a single high-performance processor. It should be 
possible to develop individual tasks as if for a multitasking environment where 
the RTOS environment handles task-to-task communications through queues and 
semaphores, irrespective of whether the tasks execute on the same or different 


processors. 
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é. Extended Services 

Equally important as scalability and multiprocessor support, the number 
and nature of the extended services offered with an RTOS can determine how 
well the software accommodates an application. Rudimentary real-time kernels 
typically only implement a multitasking scheduler, memory management services, 
- interrupt handler, and communication and synchronization services such as 
semaphores, mailboxes, and queues. A more robust RTOS environment can 
include a plethora of I/O and file managers. 

7: Vertical Applications 

In addition to services common to most computer environments, today’s 
RTOSs have a built-in capability to seamlessly function with vertical applications. 
For example, Simple Network Management Protocol (SNMP) and Motion Picture 
Experts Group (MPEG) add ons, among others, can be purchased with some 
RTOSs. These products may be supplied by the original equipment manufacturer, 
but more commonly, are created by third party vendors in the growing vertical 
applications market. This is a factor when considering future usefulness of the 
designed system. 

g. POSIX Compliance 

POSIX is a set of IEEE and ISO standards that define an interface between 
programs and operating systems. By designing to conform to POSIX, developers 


have some assurance that their software can be easily ported to POSIX-compliant 
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operating systems. These systems include most varieties of UNIX as well as 
Windows NT. 

Even with vertical features and diverse capabilities in terms of scalability, 
it is possible that a single RTOS will not support subsequent projects. When 
moving from one RTOS to another, standards compliance facilitates the 
transition. Any RTOS that complies with the POSIX standard would share a 
standard application-programming interface (API). 

POSIX is not an ideal solution for real-time systems as POSIX is derived 
from requirements for Unix. These requirements include conventions that 
compromise the real-time goal of minimal latencies. Despite the drawbacks, 
many vendors attempt to comply with subsets of the overall standard to achieve 
portability. The two sections of POSIX that apply to real-time systems are section 
1003.1 that defines real-time system calls, and section 1003.1B that defines real- 
time facilities, semaphores, message queues, and signals. 

h. Language Support 

Even without true embedded standards, the use of standard languages 
produces highly portable applications. C is currently the most popular language 
and it maximizes application portability. Additionally, object-oriented C++ with 
its modularity enables reuse of existing code in future applications. Despite the 
popularity and capabilities of C, there are valid reasons to use other languages. 
For example, the scientific community has millions of lines of existing Fortran 


code that implement proprietary numerical algorithms. The availability of 
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languages for a development project is limited to the languages that have been 
ported to the chosen RTOS environment. 

i. Development Environment 

It is possible to minimize difficulties in moving from one RTOS to another 
by using a common development environment (vendor-independent from the 
RTOS) that not only includes language compilers, but also consists of debuggers, 
editors, profilers, and configuration management and contro] systems. Despite the 
advantages of using a development environment from a third party vendor, some 

developers may find it more advantageous to use a totally integrated environment. 

from a single vendor. 

J Licensing and Cost 

The final issue for consideration is the cost of the RTOS. The cost and 
licensing issue decomposes into the development environment and the cost for 
each run-time license that must be shipped with any product that embeds an 
RTOS. 

Run-time pricing is highly proprietary and is typically negotiated with each 
RTOS vendor. The price of development licenses is more quantifiable, although 
prices may be negotiable. Many vendors price their systems on a project basis 
rather than selling a permanent license to use the software. Whether sold on a 


project or permanent basis, the licenses are sold per user or seat. 
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B. OBSERVATIONS 


After comparing embedded aieaien systems offered by different vendors 
VxWorks® from Wind River Systems offered all the requirements needed to provide the 
level of performance required by the TMR system described in this thesis. Also, the 
numerous features and functionality of VxWorks® will permit the TMR to have the 


capability to become the basis of future generations of space-based computing systems. 


Other candidate embedded operating systems that were evaluated and found to be 


insufficient to meet the requirements of the TMR system are addressed below. 
Specifically, Vx Works®: 
e Supports the processor selected for the TMR, the RISC 3081. 


e Possesses the capability to be portable to new processors. This is a significant 
factor to ensure the long-term capability of this TMR concept as new, faster 


processors come on the market. 


e Is very scalable, even across multi-vendor markets, which is important when 


considering the TMR’s usefulaess in future projects. 
e Provides multiprocessor support. 


e Supports a full range of real-time features including fast multitasking, 
interrupt support and both pre-emptive and round robin scheduling. Its 
microkernal design minimizes system overhead and responds quickly to 


external events. 














e Supports a robust Java-based GUI development tool that can be used in the 


HCL 


e In addition to VxWorks®, Wind River Systems also offers its Tornado™ 


development environment. Tornado™ includes: 


a An integrated target simulator, which does not require any target hardware 


or special configuration cf the host system. 
Q An integrated version of the logic analyzer for the target simulator. 
a A project facility. 
a A debugger engine and GUL. 


Other embedded operating systems that were considered, but failed to meet all the 


requirements were: 


e IDT Monitoring System. Packaged with the R3081 processor, it has very 
limited capabilities which would likely result in a greater development time 


than VxWorks. 


© QNX® RTOS, by QNX, was a very attractive option. Initial research, 
however, revealed that QNX® RTOS does not support the RISC processors 


this project is based upon. 


e PSOSystem™, by Integrated Systems, was also researched. However, in 
continuing with the reasoning that this TMR is being built for the long-term 


we considered it to be important to use the same operating system that The 
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Naval Research Laboratory (NRL) has used in the past and is planning on 
employing on future projects. Currently, NPS is collaborating on the TMR 
with NRL. NRL is also using VxWorks® on pemn R3000 based processors, 
namely the RISC 3081 Clementine, and the RH3000 and RISC 3081 
USA/Argos. Also, NRL’s Solid State Compressive Recorder (SSCR) 
program is developing quicker processors with greater storage capability. 
VxWorks® is the RTOS in the RH3000 based multiprocessor that NRL is 
experimenting with for this program. The TMR is being developed with the 
intent that it will be used in conjunction with future NRL projects. Utilizing 


the same embedded operating system will help to ensure seamless integration. 


After selection of the operating system, the design, coding, and testing of the HCI 
as well as the configuration and coding of the operating system were completed 


concurrently. These topics will be addressed in the following three chapters. 
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TI. HUMAN COMPUTER INTERFACE DESIGN 


A. OVERVIEW 


Tornado is an integrated environment for software cross-development. VxWorks 
is a real-time operating system that runs time-critical or embedded applications. 
Although the Tornado development environment provides many tools for development 
and debugging of VxWorks and its applications, upon completion and space deployment, 
Tornado will be disconnected from the TMR. Therefore, Tornado will not have 
connectivity to capture register data from the FIFOs after a voter-logic produced interrupt. 
Also, since the TMR will lack connectivity with the Tornado tools, an alternative was 


required to set the processor mode once the development and testing process is complete. 


To meet the requirements to capture register data and set the TMR processor 
mode, a human computer interface (HCD was designed as part of the total system to be 
ultimately tested in a laboratory environment while undergoing injected faults from a 
cyclotron. Since the cost of cyclotron testing is very high, it is important that the 
hardware and software undergoing the fault-tolerance experiment be pre-tested and 
deemed reliable. In addition, the experimenters need an interface to the TMR system that 
can assist them to maximize their time while using the cyclotron facility. The primary 
purpose for the design of our HCI is to provide the user an intuitive interface, with a 
shallow learning curve to ensure that the majority of their laboratory time will be spent 


testing their computer product, and not jearning a new interface. 
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The usability of any computer intevaction product or application is inherently 
coupled to the HCI. If the HCI is intuitive, easy to learn and use, the product or 
application will likely have a favorable usability rating. Guidelines and user interface 
heuristics exist on how to best design interfaces for usability. For example, Shneiderman 
(1997) proposes eight rules of interface design to best maximize the usability of an 
interface. We selected these accepted rules as the foundation of the design phase, to 
permit creation of an HCI that inculcates a sense of understandability and competence to 


users. The eight rules are as follows: 
e strive for consistency 
e enable frequent users to use shortcuts 
e offer informative feedback 
e design dialogs to yield closure 
e offer error prevention and simple error handling 
® permit easy reversal of actions 
e support internal locus of control 
e reduce short-term memory load 


Consistency can be obtained through the use of uniformity in the visual 
representation of the objects in the interface. Consistency is not always possible to 
achieve in every instance, but identical symbology and methods of interaction should be 


employed throughout (Schmorrow, 16). 
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Shortcuts allow frequent users to reduce the number of interactions required to 


obtain a desired result and also increase the rate of interaction (Schmorrow, 16). 


Offering informative feedback not only helps to reduce frustration on the part of 
the user, but is also a form of error handling and error prevention. Short, non-meaningful 
messages such as “syntax error,” provide very little useful information and should be 
avoided. In order to provide useful feedback to the user, it is easy to become verbose 
which is as bad as providing no feedback at ali. Developing meaningful feedback creates 
agi work for the designer, but users appreciate the additional information to assist them 


in using the system to test their product. 


Another feedback design Actor is to have the system appear to take blame for 
errors. An example is the difference between using “illegal command” and 
“unrecognized command.” In the first message, the user is put on the defensive as the 
user may feel he or she is at fault. In the second example, the error message shifts the 
blame to the system, yet conveys to the user that the system cannot continue without 
some new, correct input. The designer must walk a fine balance to create the correct 


amount of feedback to inform, not overwhelm the user. a: 


Grouping related actions in order to provide a natural flow through the interface 
can enhance usability of a system. Humans, when learning a new task, will naturally try 
to order the actions to assist in memorization. By having the interface provide the user 
with a built-in and easily understood sequence of actions, the user will have an innate 


familiarity with the outcome. 


29 














Whenever possible, a user should be able to reverse actions if they choose. Users 
make mistakes and they should be allowed to easily recover from any error to reduce their 


level of anxiety (Schmorrow 18). 


The final consideration in the interface design, is the reduction of the short-term 
memory load on behalf of the user. There is a limit on the amount of short-term 
information a human can remember. The general rule is seven items, plus or minus two 
items of information. Therefore, in order to keep the interface as simple as possible, the 
amount of information the user is expected to remember must be kept to a minimum. 
Assisting the user in this manner is achieved by the use of cues, mnemonics, and 


standardized sequences of actions (Schmorrow 19). 


B. NEEDS ANALYSIS 


Understanding the basic rules helps us to design an interface with a shallow 
learning curve, low probability of error, and high memorability to permit infrequent users 
to test the level of fault tolerance afforded by a system. Conducting a needs analysis 
complements the rules by ensuring that the features and functionality the user would 


require during testing were represented. 


The fault-tolerant TMR and embedded operating system are the foundation upon 
which the testbed is being built. The testbed provides the designers with tools to test the 
system in a controlled laboratory environment where a cyclotron will introduce particles 


to generate Single-event upsets. The HCI has functionality which includes the following: 


30 























display various types of information to the user, including number of errors captured and 
identity of the processor that experienced an upset; save error, register and bit data in 
secondary storage; load an application; pause and restart the processors from the 


keyboard; and save a history log of these events. 


C. USER ANALYSIS 


In order to design the interface for a typical HCI user, we developed a profile of 
the likely users of the interface. The profile consists of a description of the user based on 
significant characteristics that may affect the design. Items considered and included in 


developing the user profile were the following: 
1. What will they be using the interface for, and how often will it be used? 
2. What is the user’s general computer skill level? 


3. Is the user familiar with the concepts of fault tolerance and the hazards of 


operating in the space environment? 


The typical user of the TMR testbed can be described as either female or male 
(over the age of 18), and a professional computer scientist, engineer, or software engineer 
who is developing software to be used on space-based systems. The user has requisite 
knowledge of fault tolerance and is thoroughly familiar with the procedures, terminology, 
and hazards of operating computer systems in the space environment, to include the 
affects of radiation on integrated circuits. The user is presumed to be well-educated, very 


comfortable with technology, and very adaptable to change. The user is assumed to be 
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proficient in English. The typical user has good computer skills and is very comfortable 
using a mouse and keyboard. The user is knowledgeable and at ease with GUI 


presentations of information. 


The TMR system, in a laboratory environment, will be used during simulated 
extended periods of radiation exposure on hardware or software. The typical user is 
expected to spend less than one week per scheduled test. Additionally, due to the high 
cost involved in these tests, a typical user may experience extended periods between tests, 


potentially in excess of several months. 


D. TASK ANALYSIS 


The product of a task analysis is a hierarchical set of tasks that identifies the 
functions of the system. In order to develop the listing, the basic tasks that the user 
should be able to accomplish are identified. “Task analysis involves understanding the 
required sequences, why they are required, what the information flow is, what the user 
contributes to the procedure, and what can be automated with the objective of designing a 
better procedure” (Hix 118). Task analysis is one of the most important aspects of 
designing effective interfaces. The remainder of this section documents the task analysis 


performed for this project. 
Primary Task: Identify errors in fault tolerant hardware and software 
Primary Subtask 1: Download test program 


Primary: Subtask 2: Start program 
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Subtask 2.A: Start program execution from beginning 
Subtask 2.B: Set program runtime 

Subtask 2.C: Restart pregram from beginning 

Subtask 2.D: Continue program running from user halted 
position 


Subtask 2.E: Display execution confirmation 


Primary Subtask 3: View SEU errors 
Subtask 3.A: Display error information 


Subtask 3.B: Close error window 


Primary Subtask 4: View historical log 
Subtask 4.A: Display log 
Subtask 4.B: Display graphical information 


Subtask 4.C: Close historical log 


Primary Subtask 5: Save historical log to disk 


Subtask 5.A: Select range of data to copy 
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Primary Subtask 6: Print historical log 
Subtask 6.A: Select range to print 


Subtask 6.B: Stop print 


Primary Subtask 7: Stop program execution 
Subtask 7.A: Ability to cancel stop-program-execution 


command 


Primary Subtask 8: Pause program 


Subtask 8.A: Restart 


_&E. CONCEPTUAL DESIGN AND VISUAL MODEL 


Based on the task analysis, a conceptual design and a visual model were created. 
The purpose of the design and model is to identify key concepts in the HCI to produce a 
conceptual user-interaction design. The concepts include types of objects, relations 
between objects, attributes of objects, and actions on the objects, relations and attributes. 


These are shown in Table 3-1. 
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Objects Attributes of Objects Actions on Objects Actions on Attributes 


Program a. Name of program a. Load program a. Read name of 
b. Language of b. Start program program 





















program c. End program b. Find location of 
c. Source of program program 
d. Destination of 
program 













a. Save data 
b. Locate errors in 
data 

c. Display data to 
screen 

d. Read data from 
serial port 

e. Write data to 
database 






a. Structure of data 
b. Origination of data 
c. Destination of data 










































Processor | a. Mode of processor . Start processors a. Set mode of 
b. Name of processor . Stop processors processor 
| , . Restart processors | b. Read name of 
. Reset processors processor 















History log . Print history log N/A 
. Save history log 
. Write to history 
log 
d. Display history log 
a. Calculate error N/A 


location 

b. Display error 
location to screen 
c. Write error to 


Error , 
history log 


Timestamp | N/A a. Gei timestamp N/A 
b. Display timestamp | 


Table 3-1. Conceptual Design 




























Count number of a. Get instruction count 


executed instructions 
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Relations between objects: 


e Program runs on processors 

e Processors execute instructions 

e Data results from errors 

e Processors experience errors 

e Frrors generate data 

e History log is made from errors 

The visual model allowed test subjects, who fit the user profile, to evaluate a 
simple paper representation of the HCI. Low-fidelity prototypes of the screens were 
sketched based on the functionality outlined in the task analysis and the function points in 
the conceptual design. 

1. Reviewer Analysis 

Two test subjects were selected from the typical user pool who were familiar with 
the concepts of fault-tolerant hardware and the space environment. Using the low-fidelity 
prototype and armed with minimal startup instructions, both test subjects were presented 
with two scenarios. At this point in the research we wanted to examine all possibilities of 
loading the applications, setting the processor mode and saving the test results, realizing 
the scope would have to be later narrowed. In these scenarios, the users were asked to: 
use different filenames to save the test results to different locations. Not all the actions 
they were asked to perform would be implemented in the final design. This allowed 
observation of their ability to complete the given tasks while measuring the learning 


curve. Figure 3-1 depicts the process flows for User Scenarios 1 and 2. 
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User Scenario 1: User loads program Gon a set of floppy diskettes (5). User 
desires to test software in both operating modes (all three processors running or a single 
processor running), with the ability to view the real-time history log on the screen. Upon 
the completion of each test, the user wishes to write the results to a floppy diskette (using 
different file names), then print a hard copy. User exits the program using labeled exit 
button or exit option on file menu. 

User Scenario 2: User loads program from a CD-ROM. User desires to test 
software using only one operating mode (user’s option). During program execution, user 
is told that the on-screen history log is displaying information that suggests to the user 
that the TMR is not running properly. Based on this information, the User opts to halt 
execution and decide whether to restart and reload the applications, or resume execution. 
Upon completion of the test, user wishes to write the results to a zip drive. User exits 


program using labeled exit button or exit option on file menu. 
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Start 


Load 
Program 


7 a a > 





Run 
Program 









Program 


Stop Program? Complete? 


Save and 
print files 


Yes Save and print 


files? 


End 





Figure 3-1. Flow Chart for User Scenarios 1 and 2 
| (Original Design!) 





1 See Figure 4-2 for the flow chart that resulted from the HCI redesign described 
in Chapter 4. 


38 














om Resultant Changes 

Both test subjects performed well during the initial reviewer analysis and provided 
feedback for improvement, The following changes were implemented in the design as a . 
direct result of the subjects’ response to the low-fidelity prototype. 

Change 1: Allow the user to print between each program test or after all tests are 
complete. This will be accomplished by using a drop down box, which lists all files that 
the user has created. The user can select the file he or she wishes to print. This change 
was the result of the users desire to have the option to print the test results following each 
program run. 

Change 2: Allow the user to specify not only the file name, but also the location of 
where to save the data. This will be accomplished by providing the user with a “Save 
As” dialog box. This change was the result of the users desire to have the option to save 
to the hardware location of their choice. 

Change 3: Allow the user the option of disregarding (not saving) data collected 
from the most recent program run. This will be accomplished by providing a radio-button 
“Don’t Save” if the user considers the data to be faulty and non-essential. 

Change 4: Allow the user to load a test program from multiple diskettes. This 
will be accomplished by prompting the user to insert diskettes in their logical sequence 
via a dialog box. This change resulted from the realization that a user may bring their 
application to the testbed on multiple diskettes, vice only one. As the prototype was 


originally designed, the use of only one diskette had been considered. 


39 








Change 5: In the event of a system crash, inform the user via a dialog box to 
contact the system administrator. This change was implemented due to the users’ desire 
for timely feedback during application testing. During the reviewer analysis, the users 
were uncertain about the status of their application (e.g., was it still running, or had the 
TMR crashed). 

3. Observation 

During the second test run, a system-generated error was intentionally introduced 
to observe the user’s response. Interestingly enough, both test subjects handled the error 
in the same manner (by restarting the system) and more importantly, completed the 
second test run in a shorter amount of time than the first test run. Although this seems 
counter-intuitive, it is a positive indicator that the interface met the primary design goal, 
which was a shallow learning curve to ensure the user’s time was spent testing their 


application and not learning a new interface. 


F. PROTOTYPE 


Following the user feedback from the low-fidelity testing, the next step in the 
interface design was to create a rapid prototype. The prototyping approach produces an 
early version of the system to demonstrate features of the final operational system. “With 
rapid prototyping, the process of constructing prototypes is accelerated, so that the time 
from beginning a prototype to evaluating user interaction with it is short enough to leave 


time for substantial changes, if needed, to the product.” (Hix, 250) Chapter IV discusses 
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in detail the iterative process undertaken te turn the low-fidelity prototype into a rapid 


prototype. 
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IV. HUMAN COMPUTER INTERFACE RAPID PROTOTYPE 
DEVELOPMENT AND TESTING 


A. PROTOTYPE DEVELOPMENT 


Based on the results of the low-fidelity prototype testing, a rapid prototype for the 
interface was created as the next step in the HCI design. To complete this phase of the 
development, it was critical that the resulting prototype would correctly interface with the 
TMR and display the required user information. Although the successful user-interaction 
results from the low-fidelity testing indicated the first iteration had been satisfactorily 
designed to meet the anticipated user interface requirements, the final hardware design 
was not known, and was therefore not fully considered during the low-fidelity design 
phase. With the final hardware design completion came a realization that a physical 
hardware constraint existed that would require significant alterations to the low-fidelity 
prototype design. This drastic revision became necessary to create the correct interface, 
despite the unforeseen constraint, to permit correct interactions and correct system 
operation between the user and the TMR. The constraint and revisions are described 
below. 

1. Rapid Prototype Revision 

The TMR hardware, as designed, is represented by Figure 4-1 and described 


below. 
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Figure 4-1. | TMR Hardware Design 


a. UART 

UART is an acronym for universal asynchronous receiver-transmitter. The 
UART is a computer component that handles asynchronous serial communication 
via the serial port. 

b. FPGA 

An acronym for field-programmable gate array. The FPGA is a type of 
logic chip that is programmed to support the TMR’s integrated circuit design. 
The FPGA supports the system controller that sets the mode of the processors, and 


transfers data between the TMR and the HCI. 
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c First-In-First-Out (FIF O ) registers 

FIFO registers capture the error data from the processors once the voter 
recognizes an error. 

d. IMR processors 

PROC A, PROC B and PROC C, are connected in such a way that the 
operating system acts as if there is only one processor in the system. The 
processors operate in lock step from boot up by executing the same instructions in 
parallel. 

é. Voter 

The processors are connected to the voter. The voter is comprised of two 
FPGAs. After each instruction, the voter performs a majority vote on the signals 
and passes them on to the memory where they are stored. If the voter detects an 
error, meaning a bit has been flipped, an interrupt is signaled and the FIFO 
registers begin collecting the processors’ data. 

f EPROM 

EPROM is an acronym for erasable programmable read-only memory. 
EPROM is a special type of memory that can be reprogrammed. An EPROM 
differs from a PROM in that a PROM can be written to only once and cannot be 


erased. 


The HCI, as originally conceived required the functionality to: 
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1. Allow a user to upload an application program onto the processors from the 
HCI. 

2. Set the processor mode. 

3. Start the application running on the TMR. 

4. Pause the application processes, to allow examination of system state or 

register contents. 

). Stop the application from running. 

6. Reset the processors to repeatedly run the application. 

7. Display the errors received for the user to view. 

8. Save the errors in a text log, and as actual data received. 

However, as seen in diagram 4-1, the HCI’s only interface with the TMR is to the 
UART that is controlled by the system controller FPGA. The HCI has no physical 
connection to the processors, thereby making it impossible to have any interface to upload 
the application program onto the processors, or being able to pause or stop the processors. 
Once this final hardware configuration and the limitations it imposed on the HCI design 
became known, a reevaluation of the HCI design and its interaction with the TMR was 
conducted. The purpose of the evaluation was to determine which, if any, of the original 
eight requirements could be met with a redesigned HCI, instead of having to start a 
completely new HCI design process. 

The re-evaluation results showed that all the functionality requiring interface with 
the processors, (loading an application program, starting the processors, pausing and 


stopping the processors) could be performed by the VxWorks interface, see Figure 4-1. 
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The VxWorks interface, with its physical connection to the processors, along with the 
Tornado Applications Development Kit, could easily perform the tasks that the original 
HCI design could not. The newly designed rapid prototype would stil have the ability to 
set the mode, reset the board and the system as needed, find the errors in the transmitted 
TMR register data, make a log of the errors found, and save the log and data for later 
examination by the user. Therefore, the redesigned HCI, used in conjunction with the 
VxWorks interface, could meet all the user requirements’. Admittedly, the final HCI 
rapid prototype was not as elegant as the original design, however the hardware 
configuration was both the impetus and the limitation for the final design. Figure 4-2 


depicts the revised flow chart following the HCI redesign. 


2 It was determined that the capability to directly print from the HCI was not a 
requirement for proper testing and evaluation and that subtask was eliminated from the 
design. 
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HCI: | 
Set Mode 


VxWorks: 
Load 
Program 


VxWorks: 
Run 
Program 





Vv 


HCI: 
Listen and 
show errors 






HCI: 
System or 
Board Reset? 





Yes 


HCI: No 
Save Log? End 


Yes 


HCI: 
Save Log 


Figure 4-2. — Revised Flow Chart 


48 





2. Rapid Prototype Design 
With the new fide the rapid prototype development began. The first step was 
to redesign the GUI to eliminate those portions of the original design that VxWorks 
would perform and were no longer applicable to the HCI. The tasks deleted from the HCI 
| were the ability to upload a program, and pause and stop a program. The next step was to 
provide additional information on the screen interaction windows to allow the user full 
comprehension of the testing steps and procedures with respect to the two interfaces. The 
interaction windows were designed to take into account the fact that the HCI and the 
VxWorks interface take specific, ordered steps when starting the TMR, and to load and 
run a program. Given the new design, the user must be able to interact with both of the 
interfaces (i.e., HCI and VxWorks). The steps that the user must perform are as follows: | 
1. Select the processor iets from the HCI. The user would select Mode 
A, which sends a signal to the system controller FPGA via the UART, to run all 
three processors, or the user would select Mode B, which would indicate that only 
Processor A, would be run. The processor mode had to be set before the 
application program was loaded. 
2. The user would then load an application program from the VxWorks 
interface to the processors. 
3. The user would execute their program from the VxWorks interface. 
4. The HCI would listen for and display error data being sent from the 


TMR. 


AQ 





5. The user would examine the register contents, system state and 
application Srosress from the VxWorks interface. 

6. The user would perform system-level resets and board level resets from 
the HCI. 

7. The user would save the history log from the HCL. 

To make the steps the user was required to take as intuitive as possible, modal 
dialog boxes were utilized on the HCI to provide specific information to the user. With 
the modal boxes, the user had to acknowledge the box prior to taking the next Step in the 
test procedure. The drawback ie this method is there was no way of checking to see if the 
user understood and followed the steps before closing the box, or simply closed the dialog 
box and ignored the information. 

3. Modal Dialog Boxes 

Appendix A contains the TMRiInterfaceClass.java source code that was written to 
implement the HCI. The following diagrams portray the modal dialog boxes that were 
designed for use with the HCI to provide the user with correct information to test the 


TMR. 
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Figure 4-3. “Welcome” Dialog Box 


a. The “Welcome” Dialog box is used to identify the start of the test 


procedure to the user. 





Figure 4-4. “Select Processor Mode” Dialog Box 


b. The “Select Processor Mode” box allows the user to select either Mode 
A or B; Mode A sends a signal to the TMR that the user desires the application to 
be loaded and run on all three processors. Should the user select Mode B, the 


TMR will load the application on one processor only. 
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Figure 4-5. “Verify Processor Mode” Dialog Box 


c. This dialog box shown in Figure 4-5 allows the user to verify that he or 
she had selected the mode they desired. If the user had meant to select Mode B, 
this box gives the user the option to return to the previous dialog box to select 
Mode B. Also, this box prompts the user to now use the VxWorks interface to 


load the application program. :. ; | 





Figure 4-6. “Execute Program” Dialog Box 


a2 














d. The Execute Program dialog box prompts the user to execute the user’s 


program from the VxWorks interface. 









i mode A selected] 





i Listening for register data. 
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Figure 4-7. “TMR Testbed Main Screen” 


e. The TMR Testbed Main Screen is always in the background during the 

HCI’s operation. The user cannot interact with the Main Screen when any of the 

dialog boxes are present, but can see the contents of the History Log. The History 

Log is updated with error information as errors occur. The System-Level Reset 
and Board-Level Reset buttons are available to the user only when no dialog 

boxes are open. The main screen can be closed, and the HCI program terminated 

by using the typical window closer, or the File=>Exit menu bar. The window- 

closer and Exit menu items, when used to terminate the HCI program, also 


possess a file saving capability to capture the history log. 
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Figure 4-8. “Reset Confirmation” Dialog Box 


f. Once the user selects either the System-Level Reset button or the 
Board-Level Reset button, the Reset Confirmation Dialog Box appears to allow | 
| 

the user to verify whether they desire to reset the system. Should either the system | 
or board be reset, the program will be terminated. Used properly, this reset 
operation is a desirable feature as it was foreseen that the user would have a need 
to reset the TMR in some circumstances. However, an inadvertent reset is an 
undesirable event in the testing process, so the option to select “no reset” is 


included to permit continuation of the testing process. 












Figure 4-9. “Reset” Dialog Box 
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g. This dialog box does not allow the user the choice of any options. It is 


simply to inform the user that he or she had reset the system. 





Figure 4-10. “Save History Information” Dialog Box 


h. This dialog box allows the user to. select either to save the contents of 
the History Log that is displayed on the TMR Main Screen, or discard it. If the 
user selects to discard the contents, then the user is given one more opportunity to 
save before the log is deleted. If the user chooses to save the history log, then the | 
user sees a typical file-saver box. The user sional enter the name he or she wants 
to save the file under, and the HCI would save the file to the E: drive. During 
program execution, the HCI stores the error data automatically to the database. If 
the user does not want to save the data, it can be accessed and deleted. 

A desirable feature in the final HCI product would be to allow the user the 
option to run another test on the TMR after they ave saved the History Log. This 
could be accomplished by bringing the user back to the Select Processor Mode 
Dialog Box (Figure 4-4) where they would follow the same steps as they 


previously completed to run another icst. This functionality was not implemented 
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in the rapid prototype. The rapid prototype exits the HCI program after the user 
saves the History Log | 

4. Error Detection 

Upon completion of the HCI rapid prototype, the next step was. to develop 
effective communications between the TMR and the HCI. Because the hardware utilizes 
serial port communications and the MCI was written in Java, the logical choice for the 
HCYI’s communication capability was the JAVAX Communications Package. The 
JAVAX Communications Package contains all of the necessary interfaces to design a | 
serial port for the HCI Using the predefined interfaces, vice creating a new 
communications protocol, was deemed to be the best option because the JAVAX 
Communications Package has been thoroughly tested and is well documented. 
Additionally, there were simple examples available to provide a foundation to begin 
building the communications interface for the HCL Appendix B contains the 
ReaderThread source code that was written to implement the communications 
functionality for the HCI. ReaderThread was implemented as a thread. 

Once running, the HCI creates a serial port connection using sa ReaderThread 
file. The ReaderThread created a listener to listen for incoming TMR error data, stores 
the data into a queue, (Appendix D, FifoBuffer.java), and signals the program when data 
has been received on the port. 

After the communications interface wes successfully designed and compiled, an 
algorithm was developed to correctly identity the error (bit flip) that initiated the TMR 


dump of the register contents. The solution requires an algorithm capable of comparing 
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the contents of the three processors to determine which bit has experienced the error. The 
final solution is as follows: 

1. The voter in the hardware examines the register contents after every cycle. If 
the contents of the three processors do not exactly match, the HCI receives the contents of 
those registers via the serial port. | 

2. Once error data is received on the serial port, the serial port listener awakens 
and takes all of the error data, one byte at a time, and puts it into a synchronized queue. 
After all of the register data from one error has been received and entered into the queue, 
the serial port listener turns the error detection over to an snrieecing thread. The 
listener begins listening for more error data. 

3. The error detecting thread takes the —_ data out of the queue in the order it 
was received and using nested for loops; puts the error data into three arrays, one array for 
each processor’s error data. Once the error data is in the arrays, the arrays are compared 
using the “exclusive or” (“) operator. In Java syntax, the “exclusive or” is represented by 
“A” The “exclusive or” operator returns a “zero” only if both sides of the comparison are 
the same. Any difference in the two arrays would have resulted in a return other than 
zero. Once the non-zero return is detected, indicating a mismatch, then it has to be 
determined which of the two arrays the error had occurred in. This is conducted using a 


process of elimination between the comparisons. The logic used is shown in Figure 4.11. 
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if (Array A “ Array B) == 


then error is in Array C 


else if (Array A * Array C) == 


then error is in Array B 
else if (Array B * Array C) == 
then error is in Array A 


Figure 4.11. Array Comparison Logic to Determine Error Processor. 


4. To locate the exact bit that had been flipped, a bitwise comparison between the 
array that contained the error, and an array that contained no errors was conducted. Each 
bit was examined using a right bit shift operation. (Appendix C. buildDataThread.java, 
and the findFlip() method, contain the actual code.) In this manner, the specific bit was 
found. 

5. After the bit is detected, an entry is made to the log on the user’s screen which 
indicates the time, the processor, register and bit that experienced the error: Additionally, 
the error processor, register and bit are entered into an Access database table, TMR Data, 
and the register contents from each error were entered into another database table, 
Registers. A key, comprised of time and processor, ties the two databases together to 


permit queries. 











5. HCI Testing 

To verify that the designed algorithm did properly identify the flipped bit, a test 
program was created that generates simulated register data that contains a flipped bit. 
The test program allows the tester to utilize a very simple GUI to signal to the program to 
simulate an error from either processor A, B, or C. The test program then runs the 
algorithm (Appendix E, TMRTestPanel.java) that randomly selects ; processor, register, 
and bit to represent the error. The test program generates a stream of ‘nia that contains 
the simulated error data from one processoz, 2nd simulated error-free data from the other 


two processors. The stream layout is shown in Figure 4-12. 


Processor C Data Processor B Data Processor A Data 


Figure 4-12a. High Level Example of Test Data Stream After Error Detected 








Figure 4-12b. Individual Processor’s Data Stream 


Figure 4-12a shows the order in which the processors’ error data is transmitted to 
the HCI. Processor A was first, followed by Processor B, and then Processor Cc Figure 
4-12b show how the data stream for each individual processor is arranged. There is a 


header (H1 — H5) before the contents of each register (D1-D5). The 8-bit headers are 











generated by the hardware and are designed to contain specific information about the data 


that follows. See Figure 4-13 fora description of the header format. 


Header Format 





000 — 0 Processor 


Reserved 

For future 001 — 1 - 

Use 010-2 = 
011-3 10-C 
100 - 4 


Figure 4-13. Header Format 


The first two bits of the header identify the originating processor. The next three 
bits identify the FIFO register, and the last three bits are reserved for future utilization. 

The data blocks D1 — D5 contain the actual information from the registers. Even 
though each FIFO register has the capacity to hold 4096 addresses, the TMR initially 
utilizes only 823. This means that each FIFO register holds forty-one addresses and forty- 
one items of data. Four of the five FIFO registers each hold 8 bits of the 32 bits of 


register information. The remaining FIFO, FIFO 4, collects control information. D1 is 


> The 82-address capacity was an initial estimate based on known minimum 
number of registers (not including the floating point registers) transferred during interrupt 
handling. The final number of registers to be saved will increase when all registers are 
included. A final number can be determined upon completion of future research 
concerning the determinism of the operating system and its handling of interrupts. 
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the most significant byte, D2 is the next most significant byte, down to D4 which is the 


least significant byte of the 32 bits. Figure 4-14 shows the FIFO registers format. 


32 Bits 





8 Bits 
ee 
0 
Control 
82 Data 
1023 
FIFO 0 FIFO 1 FIFO2 FIFO 3 FIFO 4 
(D1) (D2) (D3) (D4) | (D5) 


Figure 4-14. FIFO Register Format for Each Processor 


The test program generates a siream of data that represents the arrangement of the 
TMR registers, as well as how the TMR transmits the data to the HCI. The TMR test 
program also displays which bit it has randomly flipped to assist in development and 
troubleshooting of the HCI. 

To best test the HCI’s error detection capability, the simulated data the HCI 
received from the test program had to be as close in length and format to the actual TMR 


data stream as possible. Also, the simulated data had to be generated at completely 
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random times, with completely random bits being flipped to represent an error. This was 


accomplished by doing the following: 


l. 


Eliminating the GUI from the test program that allowed the tester the 
ability to generate an error at a specific time and from a specific processor. 
Instead, a random number generator was put into place to select random 
times, and a random processor. Since the test program already generated 
the random register and bit, that was not altered. 

Seven tests were run using the test program with the HCL Tests one 


through six generated 35 errors at random times, with the time interval 


between errors received by the HCI being between two and seven seconds. 


The HCI correctly detected every error, logged it to the screen and stored 
the data in the Access database. Test 7 generated random errors for over 


one hour to determine if the HCI could withstand a longer test. After one 


hour, the HCI was still responding to the error data transmitted from the 


TMR and detecting the bit flips, logging the entries, and storing the data in 
the Access database. No ability to test the accuracy of the errors 
discovered against the over 600 generated errors was available. 

Two tests were conducted to determine whellic: the test program received 


the system-level reset and board-level reset signals. In both instances, 


‘when the test program received the signal to reset, data transmission was 


halted, signifying that the test program correctly identified the reset signals. 
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B. DISCUSSION 

1. Test Results 

The error-free results of the testing between the test program and HCI indicate 
that the HCI rapid prototype, as designed, could support the TMR in a laboratory 
environment, with the TMR undergoing radiation testing. The HCI correctly identified 
the flipped bit in the error data, and was able to correctly signal the test program to 
perform a reset. The HCI correctly logged the error information and correctly saved the 
register contents into a database for later analysis. 

2. Value of Storing Register Contents 

The information being stored in the Access database could have many useful 
applications. Software developers, in the interest of creating more resilient software, 
would be keenly interested in knowing if a particular piece of hardware consistently had 
an error in a specific bit. This way, that troublesome register could be avoided. Another 
potential application would be for designers of fault tolerant software who utilized the 
TMR testbed to test the capability of their software in a radiation environment. Their 
interest in the data would be in determining if their software caught and/or pamecied all 
the errors, rather that the fault tolerant TMR performing that task. 

Examples of the types of information that could be ascertained from queries on 
the Access database are which register or bit had the most errors, what percentage of the 


errors did each processor experience, what is the distribution of errors across the registers. 
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The register contents in the Access database table Registers, are stored as integers. 
Access possesses the capability to convert the integer to its bit representation should the 
user eed to display the data in bit format. 

Once the HCI rapid prototype design and testing were complete and the hardware 
design was finalized, the next step was to create a Board Support Package for the TMR 


system. The details of this process are described in Chapter V. 
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A BACKGROUND 


V. BOARD SUPPORT PACKAGE 


In order to prepare the embedded OS (VxWorks) for the target hardware (the 


TMR), the Tornado development tools were utilized. These tools included the following: 


Launch 
WindSh 
CrossWind 
Browser 
Project Facility 
WindView 


Simulator 


-Launch ideal Tools 

-Access target interactively 
-Source-level debugger 

-Display system en 
-Configure applications or VxWorks 
-Analyze wcliaatiina application 


-Simulate VxWorks target on host OS 


The coding and building of the applications are completed on the host using the 


Tornado tools. ‘ This includes editing and compiling/assembling/linking either within the 


project facility or from the command line. The testing and debugging is done on the 


target utilizing the target host tools, including loading, execution, source-level debugging, 


and performance monitoring. The development cycle consists of iteratively writing and 


compiling code on the host, downloading to target, testing code on the target, and going 


back to the host for further writing and mod:fication of the code. 
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The Tornado environment provides a full range of features. Tornado facilities 
execute primarily on a host system, with shared access to a host-based dynamic linker and 
symbol table for a remote target system. Figure 5-1 illustrates the relationships between 
the principal interactive host components of Tornado and the target system. 
Communication between the host tools and VxWorks is mediated by the target server and 


target agent (Figure 5-1 Wind River Systems, Tornado 2). 


HOST SYSTEM TARGET SYSTEM 


Ap plicstion 


Simuster 





Figure 5-1. | Host Tools Communication 


The target-host interface is composed of the following three elements: the target 
agent, the target server, and the target registry which provides the link between the target 


and host environments. 


e The target agent is a scalable component of VxWorks that communicates with 


the target server on the host system. 
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e The target server connects Tornado tools such as the shell and debugger with 


the target agent. 


e The Tornado registry provides access to target servers, and may run on any 


host on a network. 


For this research, the target application is a simple program. VxWorks Tools and 
applications are hardware independent. The tie that connects the application and tools 
with the hardware is the Board Support Package (BSP). The BSP consists primarily of 
the hardware-specific VxWorks code for a ae target board. A BSP includes 
facilities for hardware initialization, interrupt handling and generation, hardware clock | 
and timer management, mapping of local and bus memory space, and so on. BSPs also 
include project files that facilitate creation of projects for bootable applications and 
custom VxWorks images. Creating the BSP and writing the application code for the 


operating system is the focus of this chapter. 


B. CREATING A BSP 


A BSP consists of the routines that provide VxWorks with its main interface to 
the hardware environment. Figure 5-2 (Wind River Systems, BSP 12) illustrates the 


components indicating the hardware-dependent and hardware-independent elements. 
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Figure 5-2. | Hardware Dependent and Independent Software 


Creating a BSP is best completed in a series of graduated steps, each building on 


the previous step. The steps are as foliows: 


_ I. Set up the basis of the development 








2. Write the BSP pre-kernel initialization code 


3. Start a minimal VxWorks kernel and add the basic drivers for timers, serial 


devices, and an interrupt controller | 

4. Start the target agent and connect the Tornado development tools 
5. Complete the BSP and include bootROMs, caches, etc. 

6. Generate a default project for use with the new project facility 


The following sections provide a detailed description of each of the steps listed above. 

1. Basis of Dereopmeit 

The VxWorks/Tornado package we purchased was bundled with an idts381 BSP. 
This BSP was a suitable starting poitit to create the BSP for the TMR system because it 
supports the same processor. The reference BSP contained the code required for the 
processor. However, the serial I/O chip and timers are different. Starting with the basic 
code required for the processor and then aan board specific drivers saad our 
development time. 

We were limited when selecting the technique for downloading the code to the 
target. Since we do not have a ROM emulator or an in-circuit emulator (ICE), we are 
required to use the download protocol supplied in the board vendor’s debug ROMs. 

Popular methods for testing the downloaded code include using an ICE, a logic 
analyzer, or the board’s native debug ROMs (given that they support breakpoints). Since 
none of these methods are available, future work will require use of a debugging library 


(flash an LED or transmit a character over a serial line in polled mode). 
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There are three choices for VxWorks image types and the details of the pre-kernel 

initialization depend on VxWorks image type characteristics. They are as follows: 

e ROMable image — Boot or “end-user” image contains bootstrap code which 
copies VxWorks from ROM to RAM. The ROMable image can be either 
compressed or uncompressed. 

e ROM-resident image — Boot or “end-user” image which executes in ROM and 
only copies the data segment into RAM. The image starts faster and uses less 
RAM than the other ROMable images, but executes more slowly because the 
text (executable) segment remains in ROM and therefore is limited by data 
widths and lower memory access time of the EPROM. 

e¢ Downloadable image — “end-user” image that does not contain the bootstrap 
code to copy itself out of ROM into RAM. A downloadable image requires a 
separate program to obtain the image and load it into RAM. It cannot be built 
using the project facility and must be configured and built using a BSP 
mechanism. 

The TMR contains adequate ROM (512KB) and RAM (1MB). Therefore, we 

were not constrained by the RAM and could take advantage of the speed gained by 
copying the entire image into RAM. For this reason, an uncompressed ROMable image 


is the best choice for the TMR. 
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pa BSP Pre-kernel Initialization Code 
The power-up bootstrap code consists of romInit() and romStart(). The 
bootstrap code executes the following: 
e The processor is forced to the starting address for romInit() in ROM 
e romlnit() resets the processor, initializes memory and performs all other 
hardware initialization. 
e romlnit() then branches to romStart() which loads the ROM image into 
RAM 
The primary responsibility of the pre-kernel initialization is to place the hardware 
in a quiet state so that the kernel can be activated. The pre-kernel initialization sequence 


is described in Figure 5-3. 


Power-up: ~ romInit () 


Segments into romStart () 


Code common 


Load Image 


To all VxWorks | usriInit() 
image types: 


sysHwinit () 


kernelInit () 


Figure 5-3. Pre-kernel Initialization Sequence 
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The romInit() and sysHwInit() are BSP files that were written to reflect 
hardware-specific features. The romStart(), usrInit() and kernelInit() functions are 
generic routines. — 

The Makefile was modified from the IDT version. The following macros are 
required: 

e TGT_DIR 

The path to the target directory 

e TARGET_DIR 

The BSP directory name 
e VENDOR 
The board manufacturer’s name 

e BOARD 

The board name 

e ROM_TEXT_ADRS 

The boot ROM entry address in hexidecimal 
e ROM-WARM-ADRS 
The boot ROM warm entry address in hexidecimal 
e ROM_SIZE 
The ROM area’s size in hexidecima! 
e RAM_LOW_ADRS 
The address where VxWorks (the complete, linked VxWorks binary to be run 


on the target) will be loaded 
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e RAM_HIGH_ADRS 
The destination address in RAM when the boot image is copied from ROM to 
RAM; this is the load point for the boot program for a downloadable image as 
well as the start of the text segment. The boot program will eventually be 
overwritten 

e HEX_FLAGS 
Architecture specific flags that will be the same as the reference BSP 

e MACH EXTRA 


Any machine-dependent files 


Among these macros, the only significant change from the IDT board was the 
RAM_HIGH_ ADRS macro. This macro identifies the destination address used when 
copying the boot ROM image to RAM. 

Since the TMR board does not include a sonic Ethernet chip, the config.h file was 
modified to undefine INCLUDE_SN and SONIC_CONTENTION. Since the TMR does 
not support non-volatile RAM (NVRAM), the correct bootline must be burned into the 
boot ROMs or typed after every reset/power-up during development (Wind River 
Systems, BSP 67). Additionally several macros dealing with NVRAM had to be set to 
reflect the absence of NVRAM. The LOCAL_MEM_SIJZE macro had to be changed to 
reflect the 1MB of memory available in the TMR. According to Wind River Systems, a 
common mistake of BSP writers is failure to realize that LOCAL MEM LOCAL ADRS 


is not zero; it has to be offset by the start of memory (Wind River systems, BSP 37). The 
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LOCAL _MEM_LOCAL_ADRS (in this case, Ox800f80000) was included with the 
appropriate address in the config.h file. The RAM HIGH ADRS macro had to be 
changed to be consistent with the Makefile. 

The sysLib.c file is the largest file and was implemented in phases. The required 
functions in the pre-kernel initialization phase are as follows: sysModel(), sysBspRev(, 
sysHwInit(), sysHwInit2(), and sysMemTop(). 

rominit.s had to undergo denitiass changes. The IDT board contained significant 
DRAM configuration code that had to be removed. At power-up the processor begins 
execution at romfnit(), which must be the first routine in the text of romInit.s. For 
warm reboots, the processor routine begins at romInit() plus an offset. Most of the 
hardware initialization begins in the sysHwInit() located in sysLib.c. It was important 
not to try to accomplish too much device initialization in the romInit.s (Wind River 
Systems, BSP 37). | 

sysALib.s contains the entry point for RAM-based images. The entry point, 
sysInit(), performs the required minimal setup to transfer control to usrInit(). sysInitO 
generally masks processor interrupts and sets the stack pointer. It is similar for all 
architectures and was not modified for the TMR. 

romStart() located in bootInit.c contains the code to copy the text and data segments 
from ROM and into RAM using vxWorks_rom. romStart() is generic for all hardware 
platforms and should not be modified. 

During implementation, we wanted to add debugging code to the generic (non-BSP) 


configuration files. However, instead of modifying the generic files, a copy of the files 
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was moved to the BSP directory and modified. Specifically, config/all/usrConfig.c and 
config/all/bootinit.c were moved to the tmr3081 directory. The usrConfig.c was 
modified to ena everything except the pre-initialization code, and the body of 
usrRoot() is empty. The following lines were added to the Makefile after the definition 
of the HEX_FLAGS: 
BOOTINIT = bootInit.c 
USRCONFIG = usrConfig.c 

3. Start a Minimal VxWorks Kernel and Add the Basic Drivers 

A minimal kernel involves adding a few device drivers to the kernel initialization. 
The only driver required by VxWorks is the timer (Wind River Systems, BSP 54). The 
timer for the TMR will be programmed in the field programmable gate array (FPGA). A 
driver was written for this timer and placed in the tmr3081 subdirectory. It is important 
to place any custom drivers in the BSP directory itself and not the driver directory. This 
prevents the custom drivers from being erased should it become necessay to reinstall 
VxWorks. The board-specific initialization was performed in sysHwInit() and connected 
to the interrupt by calling intConnect() in sysHwInit2(). 

Wind River Systems supplied the ns16550 driver for the Serial Input/Output 
driver. SIO chip board specific initialization was primarily accomplished in SysSerial.c. 

The fundamental problem for the TMR BSP was the requirement to determine 
what was on the address bus during an interrupt initiated by the voter logic. Once the 
interrupt was received, the FIFO’s begin sniffing the bus and dumping all information to 


the HCI. It was imperative to find the VxWorks code for an interrupt to capture the 
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information that is provided to the HCI via the FIFO’s. Additionally, upon interrupt, 
VxWorks saves only a subset of the registers. 

Initially, consideration was given to writing an Interrupt Service Routine (ISR) 
within the VxWorks application. A prototype was developed that saved the contents of 
all the registers upon interrupt. On closer evaluation, it became clear that this approach 
would send incorrect register contents to the HCI. This occurs because the VxWorks 
interrupt initiates the saving of a subset of registers. The process of saving the registers 
moves register contents and therefore corrupts the desired output to the HCI of register 
information at the time of interrupt. A C command at this point would provide the HCI 
with register contents very different from the contents of the registers at interrupt. Clearly 
the best solution would be to examine the VxWorks source code and provide the HCI 
with a mapping of register data on the bus as a result of VxWorks saving the register 
subset. In order to capture the entire contents of all the registers upon interrupt, an 
Interrupt Service Routine must be written to acknowledge the interrupt and provide the 
additional register information, including the floating point registers to the HCI. An ISR 
must then be initiated with an intConnect() command. The ISR is the subject of future 
work and is discussed briefly in Chapter VI. 

4. Start the Target Agent and Connect the Tornado Development Tools 
The debug agent within Tornado is initialized by a call to wdbConfig(). This call 


is made at the very end of usrRoot(). 
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5. Complete the BSP 
Very little additional work is required to complete the BSP. The TMR is a 
relatively simple board without NVRAM, network devices, Memory Management Units, 


Dynamic Memory Access configurations requirements. 


6. Generate a Default Project for the New Project Facility 

A project contains the source code files, build settings, and binaries that are used 
to create a downloadable application, a custom VxWorks image, or a bootable 
application. A downloadable application consists of one or more relocateable object 
modules, which can be downloaded and dynamically linked to VxWorks, and then started 
from the shell or debugger. A bootable aiticiallen consists of an application linked to a 
VxWorks image. The image can be configured to bits or exclude components of the 
OS, as well as resetting the operating parameters. A workspace contains one or more 
projects (Wind River Systems, Tornado 72). The actual creation of the project took place 
within the Tornado environment. The BSP is compiled and built within the project 
facility. The project facility provides graphical, automated mechanisms for creating 
applications that can be downloaded to VxWorks, for configuring VxWorks with selected 
features, and for creating applications that can be linked with a VxWorks image and 
started when the target system boots (Wind River systems, Tornado 71). Appendix F 


discusses generation of a new project based on’a BSP. 
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Or DISCUSSION 


During the writing of the BSP, certain architecture considerations dictated the 
requirements for the BSP and are briefly discussed here. The architecture design of the 
CPU affects how it is used within the VxWorks system. The MIPS processors can run in 
either big-endian or little-endian mode. However, VxWorks only supports MIPS in the 
big-endian mode of operation. Although the MIPS processors include a minimal memory 
management unit called a Transition Lookaside Buffer (TLB), VxWorks does not support 
the use of a TLB. Additionally, the MIPS processors support three modes of operation: 
user mode, kernel mode, and supervisor mode. The VxWorks kernel operates in kernel 
mode at all times. 


D. LESSONS LEARNED 


Many lessons were learned during this thesis with respect to the embedded 
operating system. Initially, we assumed that since VxWorks supported the RISC 3081 
processor, a BSP would already exist to support the TMR board. The BSP however is 
specifically written not only for the processor but also for the board itself including the 
board specific chips (ethernet, timer, and serial input-output). The requirement to write a 
BSP was not considered during the initial assessment and turned out to be the most 


significant effort for the operating system. 


Additionally, we did not initially believe the requirement existed to obtain the 
VxWorks source code. However, to accurately predict the information gathered by the 


FIFO’s, it became necessary to acquire the source code from VxWorks. Clearly, had we 
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written our own operating system, this would not have been an issue since we would have 
programmed the saving of the registers ourselves and would have controlled the order of 


information on the address bus. 
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VI. CONCLUSION AND FUTURE DIRECTIONS 


A. CONCLUSION 


The overall goal of this research was to explore the use of a COTS operating 
system in conjunction with a fault-tolerant TMR COTS microprocessor in order to realize 
a system that is able to withstand the rigors of operation in a space environment, in 
particular, to detect and recover from single-event upsets. In addition, the research 
involved the development of an HCI that provides both a graphical user interface display 


and information storage mechanism. 


The TMR operating system was configured and the HCI was designed primarily 
for a ground-based operational testing of the voting logic and any software running on the 
processors themselves. Currently, the operating system is configured so that an 
application can be downloaded using Wind River System’s Tornado Tools and run on the 
TMR. The HCI supports both near real-time error detection and post-testing analysis of 
the state of the three microprocessors. The TMR provides the capability to analyze the 
success or failure of attempts to improve the performance of COTS microprocessors in 


the space environment. 


The original TMR testbed design was not intended to be used for space flight. 
However, this research has moved the testbed one step closer to improving and preparing 


the TMR design for operational use in fault-tolerant space-based microprocessors. 


68 











B. FUTURE DIRECTIONS 


To further this research, an analysis must be conducted of the VxWorks source 
code to determine the order the register data is saved when as interrupt occurs. If all the 
desired registers are not saved, an ISR can be written to save any additional registers 
required for analysis. When the VxWorks code is analyzed and, if required, ISR code is | 
written, the order of the data on the address bus can be correlated to the entries in the HCI 
database. The HCI must rely on a predetermined order to permit the error-detection 
algorithm to correctly identify the location of the flipped bit. Knowledge of the order of 
the data is essential because that is the only way the HCI can identify where the error 
originated. Depending on the outcome of the analysis of the VxWorks source code and 


the order the register data is saved, the error-detecting algorithm may have to be altered. 


After hardware testing and evaluation is complete, additional research includes 
separately testing the operating system and the HCI rapid prototype with the actual TMR 
hardware. Finally, complete system testing of the TMR hardware, operating system, and 
HCI rapid prototype must be conducted. The system can then be scheduled for radiation 
testing using a cyclotron. Preparation for eventual space flight includes research to 
determine the optimal configuration of the operating system as well as burning the 


operating system and desired application onto ROM. 
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Future work for the HCI includes optimizing the database storage code, and 
research and development of desired query capabilities and a database interface to 
provide information about the state of the processors. One of the benefits of storing the 
data into an Access database is to provide the user with the ability to perform ad-hoc 
queries on the database. However, an interface containing commonly used queries can be 
designed for ease of use. The ability to open the Access database and perform queries on 
demand while the program is running is necessary to permit real-time analysis of the 
performance of the user’s application during testing. Research into the storage and 
retrieval capabilities and connectivity required for a long-term space flight 1s needed to 
determine the hardware and processing requirements for large amounts of data collected 


during these types of missions. 


The use ‘of two separate interfaces for testing purposes is not a desirable 
implementation for use by the experimenters. Research to combine both the Tornado 
Tools and the HCI onto a single laptop would be beneficial. With the current hardware 
design, a PC or laptop could be configured with two serial ports; one line connecting the 
VxWorks interface, and the other the HCI interface, to the respective serial ports on the 
TMR board. Both the HCI and VxWorks user interfaces could be displayed on a split 
screen. The user would be able to select the desired interface by gaining focus with a 
mouse click. Neither the operating system nor the GUI should require significant 


configuration changes to implement this design. 
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APPENDIX A. TMRINTERFACECLASS.JAVA 


/[TMRInterfaceClass.java 

//A class that instantiates a GUI for the user of the TMR HCI to utilize 
//during test to interact with the TMR. The GUI will create two additional 
//threads - one to set up a Serial port connection to listen to the TMR, and 
//one to build the data once it is received from the TMR. 

/[The GUI allow the user to reset the TMR board, or the whole system. 
//Author: Susan Groening, LT, USN 

//Date: 16 May 00 


J [RPE RR ER EA A A A RHE A A AE A HE A 2 HE A 2 EE ER 2 OE 2 EO OR OE OK OE 2 OE OEE 2 OE 


import javax.swing.*; 
import java.awt.*; 
import java.awt.event.*; 
import java.awt.Color; 
import javax.comm.*; 
import java.io.*; 


import java.util.*; 
public class TMRInterfaceClass extends JFrame { 
//Class variable to create the GUI components 


private final JFrame self; 
private JMenuBar menuBar; 
private JMenu file; 

private JMenultem exit; 
private Container contentPane; 
private Box box; 


public JButton systemReset; 
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public JButton boardReset; 





private JLabel welcome; 
“public JTextArea history; 
. private JLabel log; 
private char mode = ’A’; 
public String output = ""; 


private String filename =" "; 





//A Queue object to be utilized to temporarily store the 


//register data once the serial port receives it 





private FifoBuffer queue = new FifoBuffer(); 


//pyte signals to be used to communicate with TMR 
/DUMPFIFO is a future implementation and will not be 
/fused in this HCI 

public static final byte RUNMODEB = 0: 

public static final byte RUNMODEA = i; 

public static final byte SYSTEMRESET = 2; 

public static final byte BOARDRESET = 4: _ 

//public static final byte DUMPFIFO = 8; 


//A thread to set up serial communications with the TMR, listen for data, 
and put the data into the queue 
private ReaderThread rt = null; 


public TMRInterfaceClass() { 
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//create main user window 


super("TMR Testbed"); 
setBackground(Color.gray); 
setSize(1025,750);. 


self = this; 


//create a box to hold the components 
//the box has vertical layout, components 
//added in the order they are created 

Box box - Box.createVerticalBox(); 


box.add(Box.createHorizontalStrut(10)); 


//create the content pane which ali swing components require 


contentPane = getContentPane(); 


//1. create label for the history log 

log = new JLabel(""TMR History Log"); 
log.setFont(new Font ("SansSerif", Font.BOLD, 36)); 
box.add(log); 


//2. add a textarea which will display the log 
history = new JTextArea(15,15); 


box.add(new JScrollPane(history}):; . 


//3. adda SYSTEM LEVEL RESET button 
systemReset = new JButton("SYSTEM LEVEL RESET"); 
systemReset.setFont(new Font ("SansSerif", Font. BOLD, 20)); 
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systemReset.setToolTipText("This will cause a system level reset. System 
level reset and will reset the processors, UART and FIFOs.") 





> 


//this button will reset the processors, UART and FIFOs 


systemReset.addActionListener(new ActionListener(){ 
public void actionPerformed(ActionEvent e) 
{ 
//dialog box to allow user to resume processing 
Object[Joptions={"YES, SYSTEM LEVEL RESET","NO RESET"} 


int n = JOptionPane.showOptionDialog(self, “Continue with System Level | | 
Reset?", "RESET CONFIRMATION", 


JOptionPane. DEFAULT_OPTION.J OptionPane.QUESTION_MES SAGE, null ,options,o 
ptions[1]); 





° 
3 


if (n == JOptionPane. YES_OPTION){ 


//send signal to tmr to. resume 
System.out.printIn("send reset to tmr"); 


System.out.println("Sending Message: "+ SYSTEMRESET + "= System 
Level Reset"); 


rt.write(S YSTEMRESET); 


~_ JOptionPane.showMessageDialog(self,"User initiated system 
reset.”,"RESET" 7 


,JOptionPane.PLAIN_MESSAGE); 
output +="\n User inititated system reset."; 
history.setText(output); - 
history.setCaretPosition(output.length()); 


//send signal to tmr to stop altogether 


System.out.printin("Resetting system"): 


output += “\n TMR resetting system."; 
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programSaveHistory(); 
config(); _ 


\//end if 


else{ 


output += "\n No System Level Restart."; 
history.setText(output); 
history.setCaretPosition(output.length()); 
System.out.printIn("No System Level Restart."); 


\//end else 


} 
); 
box.add(systemReset); 


//4. create the board reset button 
boardReset = new JButton("BOARD LEVEL RESET "); 
boardReset.setFont(new Font ("SansSerif", Font.BOLD, 20)); 


boardReset.setToolTipText("This will reset the FPGA, UART, FIFOs and 
_ processor(s)."); 


//action for button will reset FPGA, UART, FIFOs and processors. This is the 


//most drastic reset available to the user. 


boardReset.addActionListener(new ActionListener(){ 
public void actionPerformed(ActionEvent e) 


{ 


-Object[Joptions={" YES, BOARD LEVEL RESET","NO BOARD 
LEVELRESET."}; 
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int n = JOptionPane.showOptionDialog(self, "Are you sure you want to reset 
the board? " 


, RESET 
CONFIRMATION", JOptionPane. YES_NO_OPTION,J OptionPane.QUESTION_MESS 
AGE, null options,options[1]); 


if (n == JOptionPane. YES_OPTION){ 


System.out.println("Sending Message: "+ BOARDRESET + 
"=BOARDRESET"); 


rt.write7BOARDRESET); 


JOptionPane.showMessageDialog(self,"User initiated board 
reset.","RESET" 


,J OptionPane.PLAIN_MESSAGE); 
output += "\n User inititated board reset.": 
history.setText(output); 
history.setCaretPosition(output.length()); 


System.out.println("Resetting board"); 
output += “\n Resetting board."; 
history.setText(output); 
history.setCaretPosition(output.length()); 
programSaveHistory(); 
config(); 

‘//end if 


/faser selects to continue running the program 
else { 
output += “\n No board reset."; 
history.setText(output); 
history.setCaretPosition(output.length()); 


System.out.printIn("Continuing program"); 





output += "\n Continuing program."; 
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history.setText(output); 
history.setCaretPosition(output.len gth()); 


box.add(boardReset); 


//add box to content pane 


contentPane.add(box); 


//create the File menu for the GUI 
//create a menu bar 


menuBar = new JMenuBar(); 


//create a file menu 
file = new JMenu("File"); 


file.setMnemonic(F); 


//create an ‘exit’ option 
exit = new JMenultem("Exit"); 


exit.setMnemonic(X’); 


//add exit to File menu 
file.add(exit); 


exit.addActionListener (new exitHandler()); 


//add File to menu bar 
menuBar.add(file); 


9] 








//set the menubar for the frame 


setJ MenuBar(menuBar); 


addWindowListener(new WindowAdapter() 

{ 

public void windowClosing(WindowEvent e){ 

output += “\n Exiting"; 

history.setText(output); 

history.setCaretPosition(output.length()); 
System.err.printIn("Exiting Gracefully."); 
System.exit(0); 

} 

public void windowClosed(WindowEvent e){ 
e.getWindow().set Visible(false); 

} 

}); 


//make reader Thread 
rt = new ReaderThread(""COM 1", queue); 
rt.start(); 


//make a buildData thread 


buildDataThread bdt = new buildDataThread(this,queue); 
bdt.start(); 


}//end guiClass constructor 
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//Name: config() 

//Return : void 

//Parameter: none 

//Purpose: Brings the user interface window to the screen to allow the 


/haser to select which processor mode they want to use. 
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public void config() { 
do { 
selectProcessorMode(); 
} while (!verifyRun()); 


}//end config() 
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//Name: setVisible 

//Return: void 

//Parameter: boolean 

//Purpose: Sets the GUI visible once the program has been instantiated. This 
//calls the opening welcome dialog box, then calls config to allow processor 


//mode selection ‘ 
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public void setVisible(boolean show) { 
super.set Visible(show): 
if (show) { 


welcome(); 





config(); 
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}//end if | | 
}//end setVisible 





//Name: welcome() 

//Returns: void 

//Parameter: none 

//This function displays a dialog box that states the user is going to use the TMR 
//testbed. User clicks OK and continues on. If user selects cancel, the program 


//exits. 
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public void welcome() { 


int n = JOptionPane.showConfirmDialog(self, "Welcome to the TMR 
Testbed."+ 


" Press OK to continue, or Cancel to exit." 


"Welcome" JOptionPane.OK_CANCEL_OPTION,JOptionPane.PLAIN_MESSAGB): 


//if statement to perform an action depending on user’s selections 
if (n == JOptionPane.CANCEL_CPTION){ 
output += "\n Exiting"; 
history.setText(output); 
history.setCaretPosition(output.length()); 
System.exit(0); 
}//end if 


}//end welcome() 
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//[Name: selectProcessorMode() 

/fReturns: void 

//Parameter: none 


//This function allows the user to select Mode A, which will run all three 
/fprocessors at the same time, or Mode B, which will run only the radiated 
//processor. | 
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public void selectProcessorMode{) { 
//dialog window which offers up two choices, A or B 
Object[Joptions={"Mode A - Run 3 processors","Mode B - Run single processor 
"hs 
int n = JOptionPane.showOptionDialog(self, "Select Processor mode.\n"+ 
" Only one processor will be radiated.\n"+ 


" (After selecting mode, use VxWorks interface to load and run ene 


"PROCESSOR 
MODE", JOptionPane. YES_NO_OPTION, J OptionPane.QUESTION_MESSAGE, null,op 


tions,opions[1]); 


/if statement to take action depending on user’s selection 
if (n == JOptionPane. YES_OPTION){ 


System.out.printIn("Sending Message: "+ RUNMODEA + "= Mode A 
selected"); : 


rt.write(RUNMODEA),; 


mode = ’A’; 


System.out.printin("Mode A selected"); 
output += "\n Mode A selected." 


history.setText(output); 
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history.setCaretPosition(output.length()); 
}//end if 


else { 


System.out.printIn("Sending Message: "+ RUNMODEB + "= Mode B 
selected"); 


rt.write(RUNMODEB); 


mode = B’; 

System.out.printIn("Mode B selected"); 
output += "\n Mode B selected."; 
history.setText(output); 
history.setCaretPosition(output.length()); 


\//end else 


}//end selectProcessorMode() 
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//Name: verifyRun() 

//Returns: boolean 

//Parameter: none 

//This function will verify that the user has selected the run option. If they do 


//not select run, it will return them to the select processor mode 
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public boolean verifyRun(){ 


Object[Joptions={"Continue","Back"}; 
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int n = JOptionPane.showOptionDialog(self, “Mode " + mode + " selected.\n" + 
"Ensure your program is loaded using Vx Works.\n"+ 
" Press Continue to proceed with testing, or Back to change mode" 


," Verify Processor Mode and Program 
Loaded" JOptionPane. YES_NO_OPTION,J iicaaniaas QUESTION_MESSAGE, null,op 
tions,opions{1]); 


if (n == J OptionPane. YES_ OPTION) 
output += "\n Listening for register data."; 
J OptionPane.showMessageDialog(self,"Execute your application now "+ 
" from the VxWorks interface.\n","EXECUTE PROGRAM" 
J OptionPane.PLAIN_MESSAGE); 


history.setText(output); 
history.setCaretPosition(output.length()); 
return true; 


}//end if 


else { 
return false; 
}//end else 


\/fend verifyRun 
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//[Name: programSaveHistory() 
//Returns: void 
//Parameters: none 


//This program allows the user to save the History text file from the run just 
//completed. 
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private void programSaveHistory(){ 
File newFile; 
FileOutputStream textfos; 
OutputStream Writer textosw; 
BufferedWriter textbw; 


PrintStream textps; 


String historyLog = ""; 
InputStreamReader fileisr; 
FileInputStream someLogOutput; 


BufferedReader someTextbr; 
String logString ="; 


Object [] optionsC = {"YES, SAVE HISTORY LOG","NO, DISREGARD 
HISTOR YLOG"}; | 


intn=J OptionPane.showOptionDialog(self,"Do you want to save the history 
log’\n (Aseparate prompt will give you the option to save register data.)", "SAVE 
HISTORY IFORMATION", 


JOptionPane. YES_NO_OPTION,J OptionPane.QUESTION_MESSAGE, null,optionsC, pt 
ionsC[1]) 


if (n == JOptionPane. YES_OPTION){ 
JFileChooser saveFileChooser = new JFileChooser("E:\\"); 
try{ 
int return Value = saveFileChooser.showSaveDialog(this); 
if(return Value == JFileChooser. APPROVE_OPTION){ 
File fileName = saveFileChooser.getSelectedFile(); 
PrintStream ps = new PrintStream(new FileOutputStream(fileName)); 
boolean afile = fileName.exists(); 


System.out.printIn(afile + “does it exist");//with this cofig, yes 
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boolean awrite = fileName.can Write(); 
System.out.printIn(awrite + " can write"); 
String aname = fileName. getPath(); 


System.out.printin(aname + " is path/filename"); 


StringReader stringReader = new StringReader(history. getText()); 


someTextbr = new BufferedReader(stringReader); 


logString = someTextbr.readLine(); 


while(logString != null){ 


ps.printIn(logString); 
logString = someTextbr.readLine(); 
} 


someTextbr.close(); 
\//end if 


catch(IOException e){ 
System.err.printIn( e.toString()); 


} 


output += "\n" + historyLog + "saved."; 
history.setText(output); 
history.setCaretPosition(output.length()); 
}//end if 
else{ 


String historyLogA = 


Object[JoptionsD = mee BACK TO SAVE HISTORY 
LOG","DISCARDHISTORY LOG"} 


int xx = JOptionPane.showOptionDialog(self," WARNING: Clicking ‘Discard 
HistoryLog’ will cause history log to be lost.","DISREGARD HISTORY LOG", 
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JOptionPane. YES_NO_OPTION,JOptionPane.QUESTION_MES SAGE,null,optionsD,pt 
ionsD[1]) 


if (xx == JOptionPane.NO_OPTION){ 
}//do nothing end if 
else { 
JFileChooser saveFileChooser = new JFileChooser("E:"); 
try{ 
int return Value = saveFileChooser.showSaveDialog(this); 
if(return Value == JFileChooser.APPROVE_OPTION){ 
File fileName = saveFileChooser. getSelectedFile(); 
PrintStream ps = new PrintStream(new FileOutputStream(fileName)); 
boolean afile = fileName.exists(); 
System.out.println(afile + "does it exist");//with this cofig, yes 
_ boolean awrite = fileName.canWrite(); 
System.out.printIn(awrite + " can write"); 
String aname = fileName.getPath(); 


System.out.printIn(aname + " is path/filename"); 


StringReader stringReader = new StringReader(history.getText()): 


someTextbr = new BufferedReader(stringReader); 


logString = someTextbr.readLine(); 
while(logString != null){ 
ps.printiIn(logString): 
logString = someTextbr.readLine(); 


} 


someTextbr.close(); 


\//end if 
}//end try 
catch(IOException e){ 
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System.err.printin( e.toString()): 


} 
\//end else 


\//end else 


return; 


}//end programSaveHistory 
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//[Name: main 
/fReturn: void 
//Parameter: String{} args 


//This is main. It calls the GUI constructor and then call set Visible() 
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public static void main(String[] args){ 


TMRInterfaceClass HCI = new TMRInterfaceClassQ); 
HCL setVisible(true); 


}//end main 


}//end guiClass Class 
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APPENDIX B. READERTHREAD.JAVA 


/fReadThread.java 

//A class that instantiates a thread to set up serial communications 
//during testing to interact with the TMR. The thread listens for data 
//on the serial port, stores the received data in a queue, and then 
//wakes up another thread to calculate the bit flip. 

//Author: Susan Groening, LT, USN 

/fDate: 16 May 00 
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import java.io.*; 
import java.util.*; 


import javax.comm.*; 
public class ReaderThread extends Thread implements SerialPortEventListener { 


//class Variables 

private boolean running = true;//keeps the thread alive 
private FifoBuffer queue;//a queue object 
public InputStream inputStream; 

public OutputStream outputStream; 

public SerialPort serialPort; 

public byte b; 


public ReaderThread(String port, FifoBuffer buf) { 


queue = buf; 
CommPortldentifier portId = null; 
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//identify the port to be used for the communications 


try { 
portiId = CommPortldentifier.getPortIdentifier(port); 





} catch (NoSuchPortException nex) { 


System.out.printIn(nex); 


} 


//try to open up the port 

try { 
System.out.println("Attempting to open port: " + port); 
serialPort = (SerialPort) portId.open("ReaderThread", 2000); 
System.out.printIn("Opened port: " + port); 

} catch (PortInUseException e) { 
System.out.printin(e); _ 

} 

//establish input and output streams 

try { 
inputStream = serialPort.getInputStream(); 
outputStream = serialPort.getOutputStream(); 

} catch (OException e) { 
System.out.println(e); 

} 

/fadd an event listener to listen for data on the port 

try { 
serialPort.addEventListener(this); 

} catch (TooManyListenersException e) { 
System.out.println(e); 

j 

serialPort.notifyOnDataA vailable(true); 


//set the port parameters 


try { 
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serialPort.setSerialPortParams(9600, 
SerialPort. DATABITS_8, 
SerialPort.STOPBITS_1, 
SerialPort. PARITY_NONE); 
1 catch (UnsupportedCommOperationException e) { 
System.out.printin(e); 


} 
}//end ReaderThread 
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//Name: quit 

/fReturn: void 

//Parameter: none 

//Purpose: A method to facilitate a way to stop the thread from running 


//as needed. It is not implemented in ReaderThread 


| JEP A AE RR OR A EK A HK A EE RE EOE OR EE OR OE OE 
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// public void quit() { 
// running = false; 
// \ //fend ReaderThread 
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//Name: run 
//Return: void 
//Parameter: none 


//Purpose: A method to start a thread running. 
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public void run() { 
while (running) { 
try { 
Thread.sleep(20000); 
} catch (InterruptedException e) { 
} 
}//end while 


//end run 
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//Name: write 

//Return: void 

//Parameter: byte 

//Purpose: A method to write a byte from the HCI to the TMR. 
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public void write(byte b) { 


try { 
outputStream.write(b); 


} catch (OException ex) { 


} 


\//end write 
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//Name: serialEvent 
//Return: void 
//Parameter: SerialPortEvent 


//Purpose: A method to handle serial port events. 
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public void serialEvent(SerialPortEvent event) { 

//any event that the serial port listener detects is passed to this 
//method which then runs the event through the switch to determine 
//now to handle the particular event 
switch(event.getEventType()) { 

case SerialPortEvent.BI 

case SerialPortEvent.OE: 

| case SerialPortEvent.FE: 

case SerialPortEvent.PE: 

case SerialPortEvent.CD: 

case SerialPortEvent.CTS: 

case SerialPortEvent.DSR: 

case SerialPortEvent.RI: 

case SerialPortEvent. OUTPUT_BUFFER_EMPTY: 

break; . 
. case SerialPortEvent. DATA_AVAILABLE: 
try { 
if (inputStream.available() > 0) { 
//synchronized is used to provide mutual exclusion 
//to the queue during operations on the queue 


synchronized(queue) { 


while (inputStream.available() > 0) { 
b = (byte) inputStream.read(); 
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queue.put(b); 
}//end while 


queue.notifyAll();//wakes up any threads waiting on the queue 
}//end lock 


Y//end if 
} catch (IOException e) { 


System.out.println(e); 


} 
break; 


}// end switch 


}//end serialEvent() 


\//end Class 
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APPENDIX C. BUILDDATATHREAD 


//ouildDataThread.java | 
//A class that instantiates a thread to find the error in the TMR data. 
//This thread will take the received data out of a queue, put it into 
//arrays, then locate the flip in the array. It will maintain the history 
//log, as well as store the data into an Access database. 

//Author: Susan Groening, LT, USN 

//Date: 16 May 00 
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ned 


import java.util.*; 
import java.util.Date; 
import java.io.*; 


import java.sql.*; 
public class buildDataThread extends Thread { 


//class variables 
private FifoBuffer queue; 
private TMRInterfaceClass HCI; 


//variables to create the three arrays that will store the error data 
/{The size of the arrays can be changed, if the number of entries per 
//each register increases or decreases. 

public static final int NUM_REG = 41; 

int registerData[][] = new int{[3]/_NUM_REG]; 

int addresses[][] = new int{3][NUM_REG]; 

byte control[][{] = new byte[3][NUM_REG*2]; 
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public boolean running = true; 


//Connection con is the variable to establish a connection from the HCI to 
//the Access database 


private Connection con; 


//Statement stmt is the variable used to make a Create Statement to update 
//the Access database tables 


private Statement stmt; 


//varibles used to transmit information to the database in SQL queries 
public String url; 

private int time= 0; 

private char errorProcessor; 

private int errorRegister; 

private int errorBit; 

public int errorCount=0; 

int bigCount = 0; 


Ta 
> 


String key = 


Wit, 


String logTime = ""; 
public buildDataThread(TMRInterfaceClass gui, FifoBuffer buf) { 
queue = buf; 


HCI = gui; 


}//end buildData() 


public synchronized void buildData(){// throws InterruptedException{ 
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key = (new Date()).toString();//get the current date and time to create 
//a key for the database 
logTime = key;//logtime will be used to display the time/date to the 
//History Log 


/fasing nested for loops, iterate through them and get a byte from 


//the queue for each array element 


//test:/Nabel to utilize a named break statement to exit if reset occurs 
// to be utilized during future reset implementation 


for (int i = 0; i < 3; i++) { //outer for loop will count the processors 
for (int j = 0; j < 5; j++) { //middle for loop counts the fifos 


byte header = queue.get(); //get the header byte from the queue 
for (int k = 0; k < NUM_REG * 2; k++) {//the inner for loop will 
//be used to populate the array 
int regIndex =k / 2: | 


/*if (HCL killlt){//break out of loop if reset has occurred 
System.out.printin("Exiting for loop after reset"); 
clearArrays(); 
break test; 

} 

this for loop will be utilized once the reset capability has 

been implemented. 

i 
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int b = queue. get(); 





b=b & OxFF;//gets rid of the negative sign 
if § = 4) { | 
control[iJ{k] = (byte) b;//this would be the control byte and 
//we are not interested in that data 
//at this stage of the HCI development 
}//end if 
else if ((k & 1) == 1) {//in the bit stream, the data items are 
//in the odd numbered places (1,3,5,7) 
//Therefore, if the data & 1 == 1, then 
//the bit stream location is odd 


//(& equals 1 when both are the same) 





//This checks to see if we are storing 
//addresses cr data 
if G == 0) { 
registerData[i][regIndex]:= b;//puts the first byte of the 





‘number into the array 
} 
else { 
registerData[i][regIndex] = (registerData[i][regIndex] << 8) | b: 
} //if the number being put into the array 
//is the 2nd, 3rd or 4th byte, then the 
//existing number in the array is 
shifted left 8 bits and inclusive or (1) 
//with the number already in the array. 


//this builds the number into an integer 


}//end else if 
else { 
if G == 0) { //The number came from an even bit location 


//in the register, and is therefore an 
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//address location 
~ addresses[i][regIndex] = b; 
j - 
else { 
addresses[i][regIndex] = (addresses[i][regIndex] << 8) |b; 
} 
}//end else 


\//end inner for 


}//end middle for 


1//end outer for 


\//end buildData 


//(Name: runQ) 

//Return: void 

//Parameter : none 

//Purpose: To keep the thread running during program execution. Build data 
//retrieves the data from the queue and stores it into an array. findFlip 


/Nocates the bit flip, and storeData transfers data to the database 
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public void run() { 
while (running) { 


buildDataQ; 
findFlipQ; 
storeData(); 
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//displayDataTest(); can display the register contents to the screen 
/fif desired | 
\//end while 


}//end run() 
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//Name: quit() 

//Return: void 

//Parameter: none 

//Purpose: to cause the thread to die 
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public void quit(){ 


running = false; 


}//end quit 
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/{Name: findFlipQ) 

/fReturn: void 

//Parameter: none 


//Purpose: to locate the single bit flip in the register data 
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public void findFlip( { 
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/Itoggle to set the error count to 1 whenever user resets the processors or the 


//board and executes another test run. 


if (HCI.toggle == false) { 


errorCount = 0: 


HCI.toggle = true; 
\//end if 


int 1,],k; 


for i = 0; i<1 ; i++){ 
for (k = 0; k<NUM_REG;-k +4){ 
int regIndex = k; 
if ((registerData[i] [regIndex]registerData[i+1][regIndex]) == 0){ 
if((registerData[i+1 ][regIndex]registerData[i+2] [regIndex]) == 0){ 
/fACI.output += "No error was found; "; 
_ /fACLhistory.setText(HCL output); 
/fACL.history.setCaretPosition(HCLoutput.lengthQ)); 


}//then no error 


else{ //error in Processor C 
int error = registerData[i+1 ][regIndex ]4registerData[i+2][regIndex]; 
int bitCount = 0; | 


//the exclusive or operator will return int error, which will have 

//a one, where there is a difference between the two bits in the arrays. 
//Iterating through error and performing an & operation on error 

//and 1, locates the bit that was flipped. The & operator will return a 1 
//only if the bit that was flipped has been found. 
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while ((error & 1)==0){ 

bitCount++; 

error = error >> 1|;//right bitshift to examine the next bit 
}//end while 
errorCount ++; 


HCLoutput += "\n" + logTime + " Error #" + errorCount +": Error 
found processor C, register "+k +", bit "+ bitCount + ".": 





HCLhistory.setText(HCL output); | | 
HCL history.setCaretPosition(HCL output length()); 


errorProcessor = ’C’; 
errorRegister = k; : | 


errorBit = bitCount; 


HACtL.output +=" Error is in bit : " + bitCount; 


// HCLhistory.setText(HCi output), 
// HCLhistory.setCaretPosition(HCLoutput.length()); 


//create a connection with the Access database 

try{ 
url = "jdbc:odbc:Registers"; 
Class.forName("sun.jdbc.odbc.JdbcOdbcDriver"); 


con = DriverManager.getConnection (url,"anonymous"," guest"); 
System.out.printin(""find flip db connection successful\n"): 

//this for loop grabs the contents of each array element, which 
/Ms a register data item, so it can be included as register data 


//in the database 
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for (int ed = 0; ed < NUM_REG;ed++){ 


Statement stmt = con.createStatement(); 


int result = stmt.executeUpdate("INSERT INTO Registers VALUES 
("+key+'’,"+bigCount+","+dataNumber+")"); 


bigCount++; 


} 


int dataNumber = registerData{i+2][ed]; 
con.close(); 


} 


catch(ClassNotFoundException cnfex){ 


} 


cnfex.printStackTrace(); _ 
catch (SQLException sqlex){ 
sqlex.printStackTrace(); 


} 


catch (Exception ex){ 


ex.printStackTrace(); 


} 


}//end else 
}//end if 








else {//error was in processor B or A 


if ((registerData[i][regIndex]“registerData[i+2][regIndex]) == 0){ //Error 
isin B 


int errorValue = 
(registerData[i][regIndex]registerData[i+1 |[regIndex]); 


int bitCount = 0; 
while ((errorValue & 1) == 0) { 


bitCount++; 
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errorValue = errorValue >> |; 
\//end while 


errorCount++: 


HCLoutput += "\n " + logTime + "Error # " + errorCount +": Error 
found processor B, register "+k + ", bit" + bitCount + "."; 


HCL history.setText(HCL output); 
HCthistory.setCaretPosition(HCL output.length()): 
errorProcessor = B’; 
errorRegister = k; 
errorBit = bitCount; 
//send data to Access Database 
try{ 
url = "jdbc:odbc:Registers"; 
Class.forName("sun. idbc.odbc.JdbcOdbcDriver"); 


con = DriverManager.getConnection (url,"anonymous"," guest"); 


System.out.println(""find flip db connection successful\n"); 


for (int ed = 0; ed < NUM_REG;ed++){ 
bigCount++; 
int dataNumber = registerData[i+1][ed]; 
Statement stmt = con.createStatement(): 


int result = stmt.executeUpdate("INSERT INTO Registers VALUES 
("+key+"’,"+bigCount+","+dataNumber+"}"): 


} 


con.close(); 


} | 
catch(ClassNotFoundException cnfex) { 


cnfex.printStackTrace(); 


} 
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catch (SQLException sqlex){ 
sqlex.printStackTrace(); 

} 

catch (Exception ex){ 


ex.printStackTrace(); 


} 


}//end if 


else{ //error was in processor A 


errorCount++; 


int errorValue = (registerData[i][regIndex]/registerData[i+1][regIndex]); 
int bitCount = 0; 
while ((errorValue & 1) == 0) { 
bitCount++; 
errorValue = errorValue >> 1; 
}//end while 


| HCLoutput += "\n" + logTime + " Error # " + errorCount + ° : Error 
found processor A, register "+k +", bit" + bitCount + °."; 


HCL history.setText(HCL output); 
HCLhistory.setCaretPosition(HCLoutput.length()); 
errorProcessor = ’A’; | 
errorRegister = k; 
errorBit = bitCount; 

//}//end else 


//ACLoutput +=" Error is in bit : " + bitCount; 
/MACLhistory.setText(HCL output); 


/fACL history.setCaretPosition(HCl. output.length()); 
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//send register data from error Processor to Access data base 
try{ 
| url = "jdbc:odbc:Registers"; 
Class.forName("sun.jdbc.odbc.JdbcOdbcDriver"); 


con = DriverManager.getConnection (url,"anonymous"," guest’); 


System.out.printin("find flip db connection successful\n"); 


for (int ed = 0; ed < NUM_REG;ed++){ 
bigCount++; 
int dataNumber = registerData[i][ed]; 


Statement stmt = con.createStatement(); 


int result = stmt.executeUpdate("INSERT INTO Registers VALUES 
C'+key+"’,"+bigCount+","+dataNumber+")"); 


} 
con.close(); 

} 

catch(ClassNotFoundException cnfex){ 
cnfex.printStackTrace(); 

j | 

catch (SQLException sqlex){ - 
sqlex.printStackTrace(); 

} 

catch (Exception ex){ 


ex.printStackTrace(); 


\//end A else 
}//end else 
}//end for 


}//end for 
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}//end findFlip 
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//displayDataTest() 

//Return: void 

//Parameter: none 

//This function will allow the contents of the register to be displayed to the. 
//command line screen if the user desires. It is not used in the current version 


//of the HCI. However, it could be called following a call to findFlip 


J [FARE AR AR EE A A HH 2 HE A He AE A HA A HH 2 AR EE 2 EE AR A 2 EO 2 EO 2 OR OR OE KO OB OK OK 


public void displayDataTest() 
{ 


for (int i = 0; 1 <3; 1 ++){//processors 
if(i == O){ | 
System.out.printin("processer A DATA"); 
HCLoutput += "\n Processor A Data"; 
HCLhistory.setText(HCLoutput); 
HCL history.setCaretPosition(HCL output. length()); 


else if G == 1){ 
HCLoutput += "\n Processor B Data"; 
HCLhistory.setText(HCI output); 
HCL.history.setCaretPosition(HCl.output.lengthQ); 
System.out.printin("processor B DATA"); 


} 





else{ 
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HCL. output += "\n Processor C Data"; 
HCI history.setText(HCL output); 





HCL history.setCaretPosition(HCL output.length()); 
System.out.printIn("Processor C Data"): 


} 


for (int k = 0; k < NUM_REG; k++){ 
int regiIndex = k; 
System.out.print( " "+ (registerData{i][regIndex])); — 
HCL. output += (registerData[i][regIndex]) +" "; 
HCLhistory.setText(HCl.output); 
if (regIndex%6 == 0){ 


HCLoutput += "\n"; 
HCI history.setText(HCL. output); 


HCL history.setCaretPosition(HCI.output.length()); 
System.out.print("\n"); 
1 /fend if 


//end for 





}//end for 
}//end dataDisplayTest() 


[ [PEFR AR AR AR RAR RR ICI RIOR ISI IG a kokiok 
/{Name: storeData 

//Parameter: none 

/fReturn: void 


//This method will open a connection to the Access Database, and store the 
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//time, processor, register and bit that experienced an error into the TMRDATA 


//database. 
| fA RAE RR A EO RRR RK AE RE EE A A EE A AE HE TR FR EE KE EK 


public void storeData() 


a 


try{ 
url = "jdbc:odbc: TMRData"; 


Class.forName("sun.jdbc.odbc.JdbcOdbcDriver"); 

con = DriverManager.getConnection (url,"anonymous"," guest"); 
System.out.printIn("store data db connection successful\n"); 
Statement stmt = con.createStatementQ); - 


int result = stmt.executeUpdate("INSERT INTO TMRData VALUES 
("+key+"’,”"+errorProcessor+" ’" +errorRegister+","+errorBit+")");//TIME,errorProcessor, 


errorRegister,errorBit)"); 


con.close(); 


} 
catch(ClassNotFoundException cnfex){ 


cnfex.printStackTrace(); 

} 

catch (SQLException sqlex){ 
sqlex.printStackTrace(); 


} 


catch (Exception ex){ 


ex.printStackTrace(); 


} 


}//end storeData() 
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//Name: clearArrays 

//Parameter: none 

//Return: void 

/fThis method is to be utilized in future reset implementation. 
//{t will set all array values to zero. It is used after a reset 

//to permit the find flip algorithm to Start with a clean array 


| [PR AE AR RR AR ERIC ICC IORI ICO OIRO II aI ok ok 


public synchronized void clearArrays() 


{ 


for Gnti=0;i1<3;1++){ 
for (int k = 0; k < NUM_REG; k++){ 
int regIndex = k; 
registerData[i][regIndex] = 0; 
addresses[i][regIndex] = 0; 
} 


} 
}//end clearArrays 


}//end class 
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APPENDIX D. FIFOBUFFER.JAVA 


//FifoBuffer.java 

//A class that instantiates a fifo queue for the HCI to utilize to temporarily 
//store error data when it is received over the serial port. The class uses 
//synchronized methods to provide a mutual exclusion lock during get and 


//put operations. 
//Author: Susan Groening, LT, USN 
/fDate: 16 May 00 


/ Pe POSH E ECE ESE SHEDS ODORS CR SSSI ACCS IA IE ISSO 
import java.util.*; 
public class FifoBuffer { 

private Vector queue = new Vector(); 
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//Name: put 

//Parameter: byte 

/fReturn: void 

//Purpose is to put a byte of data into the queue 


J [EPRI HR HA HR HE A HE ACR A ee He Ee 2 EE 2 2 EO 2 AE EE OO OE EO OE OE 


public synchronized void put(byte data) { 
queue.add(new Byte(data)); 


}//end put 
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//Name: get 
//Parameter: None 
//Return: byte 


//Purpose: to get one byte of information from the queue 
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public synchronized byte get() { 


while (queue.size() == 0) { 
try { 
wait(); 
} catch (InterruptedException ex) { 


} 
}//end while 


Byte b = (Byte) queue.remove(0); 
return b.byteValue(); 


}//end get 
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//Name: isEmpty 

//Parameter: None 

//Return: boolean’ 


//Purpose: returns true if the queue is empty. 


J [FEE AE PE A A 2 ee ie ee a Oe ie 2c 2c ek fe 2 2 2k 2 oR 2 ee 2 fe 2 2 oe 2 2 2k 2 2 oie 2 2 OK oo oie oo oko oo Koo ek ek 


public synchronized boolean isEmpty) { 


126 














boolean empty = false; 
empty = queue.isEmpty(); 
return empty; 


}//end isEmpty 
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/[Name: getLength 

//Parameter: None 

/fReturn: int 

//Purpose: returns the queue length. 
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public int getLength(){ 
int size = queue.size(); 
return size; 

}//end getLength 
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//Name: emptyQueue 

//Parameter: None 

/fReturn: void 

//Purpose: empties the queue 

public synchronized void emptyQueue(){ 


queue.removeAllElements(); 
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return; 


\//end emptyQueue 


}//end FifoBuffer Class 
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APPENDIX E. TMRTESTPANEL.JAVA 
//TMRTestPanel Class 
//Purpose: At user’s discretion, simulates register data that is transmitted to the 
/THCI following a TMR- recognized error. User prompts program to send error 
// data. 
//Author: LCDR C. Eagle, USN 
/{Modified by LT S. Groening, USN, to transmit continuous errors to the HCI. 


import javax.swing.*; 
import java.awt.*; 
import java.awt.event.*; 
import java.io.*; 

import javax.comm.”*; 


import java.util.*; 


public class TmrTestPanel extends JFrame implements SerialPortEventListener { 


public static final byte MODE_B = 0; 

public static final byte MODE_A = 1; 

public static final byte BOARD_RESET = 4; 
public static final byte SYSTEM_RESET = 2; 
public static String port = ""; 

public static int randProc; 

public static int randTime; 

public static boolean testing = true; 
public int tester = 0; 

private static final byte NUM_REG =41; 


private char procs[] = {’A’, B’, ’C}; 





private Random rand; 
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private boolean running = true; 
private JPanel buttonPanel = new JPanel(); 
private int registers[] = new inttNUM_REG]; 


private OutputStream outputStream; 





private InputStream inputStream; 


private SerialPort serialPort; 


//constructor to create a small GUI the user can signal errors to the HCI 
public TmrTestPanel(String port) { 

super("Tmr Control Panel"); 

initPort(port); | 

rand = new Random(hashCode()); 


buttonPanel.setLayout(new GridLayout(1, 4)); 
JButton button; 


button = new JButton("QUIT"); 
button.addActionListener( 
new ActionListener() { 
public void actionPerformed(ActionEvent e) { 
running = false; 
System.exit(0); 
} 
} 
); 
buttonPanel.add(button); 


button = new JButton("Error yao 


button.addActionListener( 








new ActionListener() { 
public void actionPerformed(ActionEvent e) { 


generateError(0); 


} 
} 
); 
buttonPanel.add(button); 


button = new JButton("Error B"); 
button.addActionListener( 
new ActionListener() { 
public void actionPerformed(ActionEvent e) { 
generateError(1); _ 
; | 
} 
); 
buttonPanel.add(button); 


button = new JButton("Error C"): 
button.addActionListener( 
new ActionListener() { 
public void actionPerformed(ActionEvent e) { 
generateError(2); 
j 
} 
); 
buttonPanel.add(button); 


setContentPane(buttonPanel); 


setSize(400, 75); 
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set Visible(true); 


}//constructor 
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//Name: generateError 
//Return: void 
//Parameter: int 


//Purpose: Method used to generate the error 
| [PRR AR ER AR RR EE OR RICCI OO RIO RR kok ok 


private void generateError(int processor) { 


tester++;//variable to display the error number to the screen 


//randomly select a processor, register and bit 
byte badReg = (byte) rand.nextInt((NUM_REG); 
byte fifoNum = (byte) rand.nextint(4); 
byte bit = (byte) rand.nextInt(8): 
byte bitNum = (byte) (fifoNum * 8 + bit); 
int startAddress = rand.nextInt(4096 - NUM_REG); 
//fill registers with data: | 
for (int i= 0; i < NUM_REG; i++) { 

registers[i] = rand.nextInt(); 
} 
System.out.println("This is error number: " + tester); 
System.out.printin("Sending data. Error on processor: " + procs[processor]); 
System.out.printin("Error is in register: " + badReg + ", bit: " + bitNum); 
System.out.printin("Start address is: " + startAddress); 
System.out.println(); 
try { 

/Noop for each of the three processors 

for (byte proc = 0; proc < 3; proc++) { 
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//initial shift is 24 bits for fifo zero 
byte shift = 24; 


//count down through the four fifos for each register 
for (byte fifo = 3; fifo >= 0; fifo--) { 


//generate the header that precedes each fifo’s data 
byte header = (byte) (proc + (3 - fifo) * 4); 


outputStream.write(header); 


int address = startAddress; 


for (byte reg = 0; reg < NUM_REG; reg++) { 
//first output the appropriate byte of the address 
byte add = (byte) (address >> shift); 


outputStream. write(add); 


//then output the appropriate byte of the register 
byte data = (byte) (registers[reg] >> shift); 
if (reg == badReg && fifo == fifoNum && proc == processor) { 
//if this is the register that is supposed to be. bad 
//and we are writing the appropriate byte in that register 
//then flip the selected bit to generate an errror 
data = (byte) (data “ (1-<< bit)); 
} 


outputStream.write(data); 





address++; 
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//reduce shift amount for successive fifos 
shift -= 8; 


//now send the control fifo 
byte header = (byte) (proc + 16); 


outputStream. write(header); 





for (byte reg = 0; reg < NUM_REG * 2; reg++) { 


outputStream.write(0); 


} catch (Exception ex) { 


} 


}//end generateError 
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/{Name: initPort 
/fReturn: void 
//Parameter: String 


//Purpose: establish a serial port 


public void initPort(String port) { 


CommPortldentifier portId = null; 
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try { 
portId = CommPortldentifier.getPortIdentifier(port); 

\ catch (NoSuchPortException nex) { 
System.out.println(nex); 

} 

try { 
System.out.println(" Attempting to open port: " + port); 
serialPort = (SerialPort) portId.open("ReaderThread", 2000); 
System.out.printIn("Opened port: " + port); 

‘1 catch (PortInUseException e) { 
System.out.printin(e); 

} 


try { 
inputStream = serialPort.getInputStream(); 


outputStream = serialPort.getOutputStream(); 
} catch IOException e) { 
System.out.println(e); 


} 
try { 
serialPort.addEventListener(this); 
} catch (TooManyListenersException e) { 
System.out.printin(e); 
} 
serialPort.notifyOnDataA vailable(true); 
try { . 
serialPort.setSerialPortParams(9600, 
SerialPort. DATABITS_8, 
SerialPort. STOPBITS_1, 
SerialPort. PARITY_NONE); 
} catch (UnsupportedCommOperationException e) { 


System.out.printin(e); 
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} 


\//initPort 
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//Name: serialEvent 

//Return: void 

//Parameter: SerialPortEvent 
//Purpose: handle the serial port events 


public void serialEvent(SerialPortEvent event) { 





switch(event.getEventType()) { 
case SerialPortEvent.BI: 
case SerialPortEvent.OE: 
case SerialPortEvent.FE: 
case SerialPortEvent.PE: 
case SerialPortEvent.CD: 
case SerialPortEvent.CTS: 
case SerialPortEvent.DSR: 
case SerialPortEvent.RI: 
case SerialPortEvent. OUTPUT_BUFFER_EMPTY: 
break; 
case SerialPortEvent. DATA_AVAILABLE: 
try { 
while (inputStream.available() > 0) { 
byte b = (byte) (inputStream.read() & 7): 
if ((b & BOARD_RESET) == BOARD_RESET) { 


System.out.printIn("Received \"board reset\" command"); 





running = false; //to stop data generation 
System.exit(0);// = false;//to stop testing 
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else if ((b & SYSTEM_RESET) == SYSTEM_RESET) { 
System.out.printIn("Received \"system reset\" command"); 
running = false; //to stop data generation 
System.exit(0);//testing = false;//to stop testing 
} 
else if (b == MODE_B) { 
System.out.printIn("Received \"run mode B\" command"); 
} 
else { 
//process of elimination 
System.out.printIn("Received \"run mode A\" command"); 
} 


| 
} catch (IOException e) { 


System.out.printin(e); 
| 
break; 


} 
\//end SerialPortEvent 
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/[Name: Main 

/fReturn: void 

//Parameter: String 

//Purpose: instantiate the GUI and, if desired, the ability to create 
//continuous errors, or a fixed number or randomly generated errors 


| [EPR PEA A A A A ER EK HA HR HK HA HE HH ie 2 2 ER AE He 2 2 2 8 EO 2 2 2 2 EE 2 2 2 KR 2 OE 2 OK OK OK 


public static void main(String args[]) { 
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//implement with this if using command line arguments. 
/*if (args.length != 1) { 


System.out.println("Usage: java TmrTestPanel portName"); 
System.exit(0); 


} 
a 


TmrTestPanel.port = "COMI"; 


TmrTestPanel tmr = new TmrTestPanel(port); 


/*// while(testing) { 
//system test 


Ist For loop will generate 10 errors, spaced randomly apart 
for (int ix = 0; ix <2; ix++){ 





randProc = (int)(Math.random()*3);//0 = Proc A, 1 = Proc B, 2 = Proc C 
randTime = (int)(Math.random()* 10000000); 


for(int cix = 0; cix <10000000;cix++){ 


if(randTime == cix){ //will generate error at randTime 
tmr.generateError(randProc); 
}//end if 


‘//end for 


}//end for 


//generate rapidly occuring errors 


for (int ix = 0; ix <20; ix++){ 


randProc = (int)(Math.random()*3);//0 = Proc A, 1 = Proc B, 2 = Proc C 
randTime = (int)(Math.random()*100); 
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for(int cix = 0; cix <100;cix++){ 
if(randTime == cix){ //will generate error at randTime 
tmr.generateError(randProc); 
\//end if 
}//end for 
\//end for 


//generate rapid errors 

for(int cix = 0; cix <20;cix++){ 
randProc = (int)(Math.random()*3);//0 = Proc A, 1 = Proc B, 2 = Proc C 
tmr.generateError(randProc); 


‘//end for 


//generate random errors spaced apart 

for (int ix = 0; ix <5; ix++){ | 
randProc = (int)(Math.random()*3);//0 = Proc A, 1 = Proc B, 2 = Proc C 
randTime = (int)(Math.random()* 100000000); 


for(int cix = 0; cix <100000000;cix++) { 
if(randTime == cix){ //will generate error at randTime 
tmr.generateError(randProc); 
endif 
}//end for 
}//end for 


//}//end while 
*/ 
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}//end Main 
\//end Class 
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APPENDIX F. BUILDING A PROJECT FROM A NEW BSP" 


1. Place all required files in the target/config/bspname Directory. Ensure all 
required routines are included (for a list of required files and routines, see 


Tornado BSP Developer’s Kit for VxWorks). 
2. Select Start => Programs => Tornado2 = Tornado 


3. File=> New Project _ will bring up the following window: 


[ Create Project i in n New/Existing Workspace | 


Recent [NeW] Evisting i] 


eatdesn 


= What would: you! tke to do? 


: . ae Create a bootable Volworke i image seea ean 
~ 4° Create downloadable application modules for VxWorks 





Zz Show this window o on nstatup a 


Select “Create a bootable VxWorks image (custom configured)” and hit OK. 
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4. The following window will appear: 


-Location:. ag 


| [EXforeaitapetpataecd ———— 


abe <Enter description here> 





Select a name for the Project, Location, Project description, and Workspace for 
the Project and hit the “Next” button. The rest of this appendix will assume the 


default names and locations were selected. 
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5. A window similar to the following window will appear. The “A BSP” radio 
button has been selected as well as the “tmr3081” directory. Make sure you 


‘make these changes and hit the “Next” button. 


| Create a 1 bootable vaWorks it image e (custom configured) step 2 


ie z s pecity the B oatd J Suppott Package (BSP) P} wtih ch wl provide 
m ... board-specific code needed by VxWorks. “Alternatively, pourmay. 
& iS % base. © Your cErpiet on oer Project. 
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6. The following confirmation window will appear. Confirm your information 


and select the “‘Finish’’. 
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7. The New Project will be built and the following screen will appear: 


File“ Edit View © Project: Bulld Debug ~ Tools “Window Help © 


caer OPTI) pans ‘ . . " nna tet anh Fee 
CELIA TOL RS ? we. Serta Bd ai 


ty 


Bess 


Ae, 
AST REY alt et 
i $ Prin . 


‘Build Spec’ [defaut 


§@ WorkspaceS 


re 2%, GEES 


Wink Me A, 


ae ay 
a, Mente? 


“Agr 


ee aS : Bab ag 5 
mn ‘ ae, s rvs SRE ans ps 


7 ore 
Sarr as SRE 2: Sera hipas hap 
g ‘ 2 pect 





You now have a project built using your BSP. 
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